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WE128K32N-120G1 series datasheets. Manufacturer: WHITE.
	
   	WE128K32N-120G1UC	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-120G1UCA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-120G1UI	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-120G1UIA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-120G1UM	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-120G1UMA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-120G1UQ	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-120G1UQA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-120G2TC	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-120G2TCA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-120G2TI	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-120G2TIA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-120G2TM	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-120G2TMA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-120G2TQ	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-120G2TQA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-120G4C	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-120G4CA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-120G4I	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-120G4IA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-120G4M	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-120G4MA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-120G4Q	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-120G4QA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-120H1C	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-120H1CA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-120H1I	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-120H1IA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-120H1M	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-120H1MA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-120H1Q	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32N-120H1QA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32N-140G1UC	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-140G1UCA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-140G1UI	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-140G1UIA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-140G1UM	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-140G1UMA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-140G1UQ	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-140G1UQA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-140G2TC	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-140G2TCA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-140G2TI	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-140G2TIA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-140G2TM	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-140G2TMA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-140G2TQ	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-140G2TQA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-140G4C	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-140G4CA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-140G4I	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-140G4IA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-140G4M	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-140G4MA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-140G4Q	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-140G4QA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-140H1C	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-140H1CA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-140H1I	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-140H1IA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-140H1M	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-140H1MA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-140H1Q	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32N-140H1QA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32N-150G1UC	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-150G1UCA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-150G1UI	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-150G1UIA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-150G1UM	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-150G1UMA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-150G1UQ	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-150G1UQA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-150G2TC	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-150G2TCA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-150G2TI	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-150G2TIA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-150G2TM	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-150G2TMA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-150G2TQ	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-150G2TQA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-150G4C	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-150G4CA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-150G4I	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-150G4IA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-150G4M	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-150G4MA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-150G4Q	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-150G4QA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-150H1C	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-150H1CA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-150H1I	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-150H1IA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-150H1M	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-150H1MA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-150H1Q	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32N-150H1QA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32N-160G4MA	Access time:160 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-200G1UC	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-200G1UCA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-200G1UI	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-200G1UIA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-200G1UM	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-200G1UMA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-200G1UQ	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-200G1UQA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-200G2TC	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-200G2TCA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-200G2TI	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-200G2TIA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-200G2TM	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-200G2TMA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-200G2TQ	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-200G2TQA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-200G4C	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-200G4CA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-200G4I	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-200G4IA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-200G4M	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-200G4MA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-200G4Q	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-200G4QA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-200H1C	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-200H1CA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-200H1I	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-200H1IA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-200H1M	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-200H1MA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-200H1Q	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32N-200H1QA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32N-240G2TI	Access time:240 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-240G4CA	Access time:240 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-250G1UC	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-250G1UCA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-250G1UI	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-250G1UIA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-250G1UM	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-250G1UMA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-250G1UQ	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-250G1UQA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-250G2TC	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-250G2TCA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-250G2TI	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-250G2TIA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-250G2TM	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-250G2TMA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-250G2TQ	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-250G2TQA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-250G4C	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-250G4CA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-250G4I	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-250G4IA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-250G4M	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-250G4MA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-250G4Q	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-250G4QA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-250H1C	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-250H1CA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-250H1I	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-250H1IA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-250H1M	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-250H1MA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-250H1Q	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32N-250H1QA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32N-300G1UC	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-300G1UCA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-300G1UI	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-300G1UIA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-300G1UM	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-300G1UMA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-300G1UQ	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-300G1UQA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-300G2TC	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-300G2TCA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-300G2TI	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-300G2TIA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-300G2TM	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-300G2TMA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-300G2TQ	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-300G2TQA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-300G4C	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-300G4CA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-300G4I	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-300G4IA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-300G4M	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-300G4MA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-300G4Q	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-300G4QA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32N-300H1C	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-300H1CA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32N-300H1I	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-300H1IA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32N-300H1M	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-300H1MA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32N-300H1Q	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32N-300H1QA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32P-120G1UC	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-120G1UCA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-120G1UI	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-120G1UIA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-120G1UM	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-120G1UMA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-120G1UQ	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-120G1UQA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-120G2TC	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-120G2TCA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-120G2TI	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-120G2TIA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-120G2TM	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-120G2TMA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-120G2TQ	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-120G2TQA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-120G4C	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-120G4CA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-120G4I	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-120G4IA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-120G4M	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-120G4MA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-120G4Q	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-120G4QA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-120H1C	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-120H1CA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-120H1I	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-120H1IA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-120H1M	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-120H1MA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-120H1Q	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32P-120H1QA	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32P-140G1UC	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-140G1UCA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-140G1UI	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-140G1UIA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-140G1UM	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-140G1UMA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-140G1UQ	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-140G1UQA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-140G2TC	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-140G2TCA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-140G2TI	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-140G2TIA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-140G2TM	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-140G2TMA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-140G2TQ	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-140G2TQA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-140G4C	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-140G4CA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-140G4I	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-140G4IA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-140G4M	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-140G4MA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-140G4Q	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-140G4QA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-140H1C	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-140H1CA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-140H1I	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-140H1IA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-140H1M	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-140H1MA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-140H1Q	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32P-140H1QA	Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32P-150G1UC	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-150G1UCA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-150G1UI	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-150G1UIA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-150G1UM	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-150G1UMA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-150G1UQ	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-150G1UQA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-150G2TC	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-150G2TCA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-150G2TI	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-150G2TIA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-150G2TM	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-150G2TMA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-150G2TQ	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-150G2TQA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-150G4C	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-150G4CA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-150G4I	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-150G4IA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-150G4M	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-150G4MA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-150G4Q	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-150G4QA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-150H1C	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-150H1CA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-150H1I	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-150H1IA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-150H1M	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-150H1MA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-150H1Q	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32P-150H1QA	Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32P-200G1UC	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-200G1UCA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-200G1UI	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-200G1UIA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-200G1UM	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-200G1UMA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-200G1UQ	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-200G1UQA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-200G2TC	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-200G2TCA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-200G2TI	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-200G2TIA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-200G2TM	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-200G2TMA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-200G2TQ	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-200G2TQA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-200G4C	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-200G4CA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-200G4I	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-200G4IA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-200G4M	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-200G4MA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-200G4Q	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-200G4QA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-200H1C	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-200H1CA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-200H1I	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-200H1IA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-200H1M	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-200H1MA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-200H1Q	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32P-200H1QA	Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32P-250G1UC	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-250G1UCA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-250G1UI	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-250G1UIA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-250G1UM	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-250G1UMA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-250G1UQ	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-250G1UQA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-250G2TC	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-250G2TCA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-250G2TI	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-250G2TIA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-250G2TM	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-250G2TMA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-250G2TQ	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-250G2TQA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-250G4C	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-250G4CA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-250G4I	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-250G4IA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-250G4M	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-250G4MA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-250G4Q	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-250G4QA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-250H1C	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-250H1CA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-250H1I	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-250H1IA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-250H1M	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-250H1MA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-250H1Q	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32P-250H1QA	Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32P-300G1UC	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-300G1UCA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-300G1UI	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-300G1UIA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-300G1UM	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-300G1UMA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-300G1UQ	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-300G1UQA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-300G2TC	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-300G2TCA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-300G2TI	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-300G2TIA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-300G2TM	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-300G2TMA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-300G2TQ	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-300G2TQA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-300G4C	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-300G4CA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-300G4I	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-300G4IA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-300G4M	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-300G4MA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-300G4Q	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-300G4QA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 68-pin CQFP package.	Datasheet*)
	WE128K32P-300H1C	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-300H1CA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WE128K32P-300H1I	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-300H1IA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WE128K32P-300H1M	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-300H1MA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WE128K32P-300H1Q	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
	WE128K32P-300H1QA	Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585 in 66-pin HIP package.	Datasheet*)
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