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WEDPNF8M721V-1010 series datasheets. Manufacturer: WHITE.
	
   	WEDPNF8M721V-1010BC	100MHz SDRAM/100ns flash; 3.3V power supply; 8M x 72 synchronous DRAM + 8Mb flash mixed module multi-chip package in 275-pin PBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WEDPNF8M721V-1010BI	100MHz SDRAM/100ns flash; 3.3V power supply; 8M x 72 synchronous DRAM + 8Mb flash mixed module multi-chip package in 275-pin PBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WEDPNF8M721V-1010BM	100MHz SDRAM/100ns flash; 3.3V power supply; 8M x 72 synchronous DRAM + 8Mb flash mixed module multi-chip package in 275-pin PBGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WEDPNF8M721V-1012BC	100MHz SDRAM/120ns flash; 3.3V power supply; 8M x 72 synchronous DRAM + 8Mb flash mixed module multi-chip package in 275-pin PBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WEDPNF8M721V-1012BI	100MHz SDRAM/120ns flash; 3.3V power supply; 8M x 72 synchronous DRAM + 8Mb flash mixed module multi-chip package in 275-pin PBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WEDPNF8M721V-1012BM	100MHz SDRAM/120ns flash; 3.3V power supply; 8M x 72 synchronous DRAM + 8Mb flash mixed module multi-chip package in 275-pin PBGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WEDPNF8M721V-1015BC	100MHz SDRAM/150ns flash; 3.3V power supply; 8M x 72 synchronous DRAM + 8Mb flash mixed module multi-chip package in 275-pin PBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WEDPNF8M721V-1015BI	100MHz SDRAM/150ns flash; 3.3V power supply; 8M x 72 synchronous DRAM + 8Mb flash mixed module multi-chip package in 275-pin PBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WEDPNF8M721V-1015BM	100MHz SDRAM/150ns flash; 3.3V power supply; 8M x 72 synchronous DRAM + 8Mb flash mixed module multi-chip package in 275-pin PBGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WEDPNF8M721V-1210BC	125MHz SDRAM/100ns flash; 3.3V power supply; 8M x 72 synchronous DRAM + 8Mb flash mixed module multi-chip package in 275-pin PBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WEDPNF8M721V-1210BI	125MHz SDRAM/100ns flash; 3.3V power supply; 8M x 72 synchronous DRAM + 8Mb flash mixed module multi-chip package in 275-pin PBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WEDPNF8M721V-1210BM	125MHz SDRAM/100ns flash; 3.3V power supply; 8M x 72 synchronous DRAM + 8Mb flash mixed module multi-chip package in 275-pin PBGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WEDPNF8M721V-1212BC	125MHz SDRAM/120ns flash; 3.3V power supply; 8M x 72 synchronous DRAM + 8Mb flash mixed module multi-chip package in 275-pin PBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WEDPNF8M721V-1212BI	125MHz SDRAM/120ns flash; 3.3V power supply; 8M x 72 synchronous DRAM + 8Mb flash mixed module multi-chip package in 275-pin PBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WEDPNF8M721V-1212BM	125MHz SDRAM/120ns flash; 3.3V power supply; 8M x 72 synchronous DRAM + 8Mb flash mixed module multi-chip package in 275-pin PBGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WEDPNF8M721V-1215BC	125MHz SDRAM/150ns flash; 3.3V power supply; 8M x 72 synchronous DRAM + 8Mb flash mixed module multi-chip package in 275-pin PBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WEDPNF8M721V-1215BI	125MHz SDRAM/150ns flash; 3.3V power supply; 8M x 72 synchronous DRAM + 8Mb flash mixed module multi-chip package in 275-pin PBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WEDPNF8M721V-1215BM	125MHz SDRAM/100ns flash; 3.3V power supply; 8M x 72 synchronous DRAM + 8Mb flash mixed module multi-chip package in 275-pin PBGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
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*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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