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WMF128K8-100DEQ5 series datasheets. Manufacturer: WHITE.
	
   	WMF128K8-100DEQ5A	100ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package.	Datasheet*)
	WMF128K8-120CC5	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-120CC5A	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-120CI5	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-120CI5A	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-120CLC5	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-120CLC5A	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-120CLI5	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-120CLI5A	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-120CLM5	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-120CLM5A	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-120CLQ5	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package.	Datasheet*)
	WMF128K8-120CLQ5A	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package.	Datasheet*)
	WMF128K8-120CM5	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-120CM5A	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-120CQ5	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package.	Datasheet*)
	WMF128K8-120CQ5A	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package.	Datasheet*)
	WMF128K8-120DEC5	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-120DEC5A	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-120DEI5	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-120DEI5A	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-120DEM5	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-120DEM5A	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-120DEQ5	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package.	Datasheet*)
	WMF128K8-120DEQ5A	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package.	Datasheet*)
	WMF128K8-120FEC5	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-120FEC5A	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-120FEI5	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-120FEI5A	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-120FEM5	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-120FEM5A	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-120FEQ5	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-120FEQ5A	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-120FFC5	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-120FFC5A	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-120FFI5	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-120FFI5A	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-120FFM5	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-120FFM5A	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-120FFQ5	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-120FFQ5A	120ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-150CC5	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-150CC5A	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-150CI5	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-150CI5A	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-150CLC5	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-150CLC5A	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-150CLI5	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-150CLI5A	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-150CLM5	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-150CLM5A	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-150CLQ5	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package.	Datasheet*)
	WMF128K8-150CLQ5A	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package.	Datasheet*)
	WMF128K8-150CM5	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-150CM5A	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-150CQ5	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package.	Datasheet*)
	WMF128K8-150CQ5A	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package.	Datasheet*)
	WMF128K8-150DEC5	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-150DEC5A	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-150DEI5	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-150DEI5A	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-150DEM5	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-150DEM5A	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-150DEQ5	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package.	Datasheet*)
	WMF128K8-150DEQ5A	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package.	Datasheet*)
	WMF128K8-150FEC5	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-150FEC5A	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-150FEI5	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-150FEI5A	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-150FEM5	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-150FEM5A	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-150FEQ5	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-150FEQ5A	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-150FFC5	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-150FFC5A	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-150FFI5	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-150FFI5A	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-150FFM5	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-150FFM5A	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-150FFQ5	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-150FFQ5A	150ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-50CC5	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-50CC5A	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-50CI5	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-50CI5A	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-50CLC5	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-50CLC5A	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-50CLI5	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-50CLI5A	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-50CLM5	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-50CLM5A	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-50CLQ5	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package.	Datasheet*)
	WMF128K8-50CLQ5A	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package.	Datasheet*)
	WMF128K8-50CM5	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-50CM5A	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-50CQ5	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package.	Datasheet*)
	WMF128K8-50CQ5A	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package.	Datasheet*)
	WMF128K8-50DEC5	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-50DEC5A	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-50DEI5	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-50DEI5A	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-50DEM5	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-50DEM5A	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-50DEQ5	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package.	Datasheet*)
	WMF128K8-50DEQ5A	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package.	Datasheet*)
	WMF128K8-50FEC5	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-50FEC5A	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-50FEI5	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-50FEI5A	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-50FEM5	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-50FEM5A	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-50FEQ5	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-50FEQ5A	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-50FFC5	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-50FFC5A	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-50FFI5	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-50FFI5A	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-50FFM5	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-50FFM5A	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-50FFQ5	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-50FFQ5A	50ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-60CC5	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-60CC5A	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-60CI5	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-60CI5A	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-60CLC5	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-60CLC5A	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-60CLI5	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-60CLI5A	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-60CLM5	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-60CLM5A	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-60CLQ5	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package.	Datasheet*)
	WMF128K8-60CLQ5A	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package.	Datasheet*)
	WMF128K8-60CM5	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-60CM5A	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-60CQ5	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package.	Datasheet*)
	WMF128K8-60CQ5A	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package.	Datasheet*)
	WMF128K8-60DEC5	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-60DEC5A	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-60DEI5	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-60DEI5A	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-60DEM5	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-60DEM5A	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-60DEQ5	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package.	Datasheet*)
	WMF128K8-60DEQ5A	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package.	Datasheet*)
	WMF128K8-60FEC5	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-60FEC5A	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-60FEI5	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-60FEI5A	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-60FEM5	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-60FEM5A	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-60FEQ5	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-60FEQ5A	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-60FFC5	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-60FFC5A	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-60FFI5	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-60FFI5A	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-60FFM5	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-60FFM5A	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-60FFQ5	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-60FFQ5A	60ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-70CC5	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-70CC5A	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-70CI5	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-70CI5A	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-70CLC5	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-70CLC5A	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-70CLI5	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-70CLI5A	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-70CLM5	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-70CLM5A	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-70CLQ5	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package.	Datasheet*)
	WMF128K8-70CLQ5A	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package.	Datasheet*)
	WMF128K8-70CM5	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-70CM5A	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-70CQ5	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package.	Datasheet*)
	WMF128K8-70CQ5A	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package.	Datasheet*)
	WMF128K8-70DEC5	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-70DEC5A	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-70DEI5	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-70DEI5A	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-70DEM5	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-70DEM5A	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-70DEQ5	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package.	Datasheet*)
	WMF128K8-70DEQ5A	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package.	Datasheet*)
	WMF128K8-70FEC5	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-70FEC5A	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-70FEI5	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-70FEI5A	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-70FEM5	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-70FEM5A	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-70FEQ5	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-70FEQ5A	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-70FFC5	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-70FFC5A	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-70FFI5	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-70FFI5A	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-70FFM5	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-70FFM5A	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-70FFQ5	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-70FFQ5A	70ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-90CC5	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-90CC5A	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-90CI5	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-90CI5A	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-90CLC5	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-90CLC5A	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-90CLI5	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-90CLI5A	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-90CLM5	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-90CLM5A	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-90CLQ5	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package.	Datasheet*)
	WMF128K8-90CLQ5A	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin LCC package.	Datasheet*)
	WMF128K8-90CM5	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-90CM5A	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-90CQ5	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package.	Datasheet*)
	WMF128K8-90CQ5A	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin DIP package.	Datasheet*)
	WMF128K8-90DEC5	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-90DEC5A	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-90DEI5	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-90DEI5A	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-90DEM5	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-90DEM5A	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-90DEQ5	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package.	Datasheet*)
	WMF128K8-90DEQ5A	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin SOJ package.	Datasheet*)
	WMF128K8-90FEC5	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-90FEC5A	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-90FEI5	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-90FEI5A	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-90FEM5	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-90FEM5A	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-90FEQ5	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-90FEQ5A	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-90FFC5	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-90FFC5A	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WMF128K8-90FFI5	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-90FFI5A	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WMF128K8-90FFM5	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-90FFM5A	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WMF128K8-90FFQ5	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
	WMF128K8-90FFQ5A	90ns; 5V power supply; 128K x 8 monolitihic flash, SMD 5962-96690 in 32-pin Flat Pack package.	Datasheet*)
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