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WS128K48V-15G4 series datasheets. Manufacturer: WHITE.
	
   	WS128K48V-15G4WC	15ns; 3.3V power supply; 128K x 48 SRAM module in 116-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS128K48V-15G4WI	15ns; 3.3V power supply; 128K x 48 SRAM module in 116-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS128K48V-15G4WM	15ns; 3.3V power supply; 128K x 48 SRAM module in 116-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS128K48V-17G4WC	17ns; 3.3V power supply; 128K x 48 SRAM module in 116-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS128K48V-17G4WI	17ns; 3.3V power supply; 128K x 48 SRAM module in 116-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS128K48V-17G4WM	17ns; 3.3V power supply; 128K x 48 SRAM module in 116-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS128K48V-20G4WC	20ns; 3.3V power supply; 128K x 48 SRAM module in 116-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS128K48V-20G4WI	20ns; 3.3V power supply; 128K x 48 SRAM module in 116-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS128K48V-20G4WM	20ns; 3.3V power supply; 128K x 48 SRAM module in 116-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS128K48V-25G4WC	25ns; 3.3V power supply; 128K x 48 SRAM module in 116-pin CQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS128K48V-25G4WI	35ns; 3.3V power supply; 128K x 48 SRAM module in 116-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS128K48V-25G4WM	25ns; 3.3V power supply; 128K x 48 SRAM module in 116-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS128K48V-35G4WI	35ns; 3.3V power supply; 128K x 48 SRAM module in 116-pin CQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS128K48V-35G4WM	35ns; 3.3V power supply; 128K x 48 SRAM module in 116-pin CQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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