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WS1M8-17 series datasheets. Manufacturer: WHITE.
	
   	WS1M8-17CC	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-17CCA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-17CI	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-17CIA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-17CM	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-17CMA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-17DJC	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-17DJCA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-17DJI	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-17DJIA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-17DJM	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-17DJMA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-17FC	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-17FCA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-17FI	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-17FIA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-17FM	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-17FMA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-20CC	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-20CCA	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-20CI	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-20CIA	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-20CM	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-20CMA	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-20DJC	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-20DJCA	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-20DJI	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-20DJIA	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-20DJM	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-20DJMA	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-20FC	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-20FCA	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-20FI	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-20FIA	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-20FM	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-20FMA	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-25CC	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-25CCA	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-25CI	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-25CIA	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-25CM	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-25CMA	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-25DJC	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-25DJCA	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-25DJI	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-25DJIA	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-25DJM	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-25DJMA	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-25FC	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-25FCA	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-25FI	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-25FIA	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-25FM	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-25FMA	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-35CC	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-35CCA	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-35CI	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-35CIA	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-35CM	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-35CMA	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-35DJC	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-35DJCA	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-35DJI	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-35DJIA	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-35DJM	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-35DJMA	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-35FC	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-35FCA	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-35FI	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-35FIA	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-35FM	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-35FMA	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-45CC	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-45CCA	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-45CI	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-45CIA	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-45CM	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-45CMA	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-45DJC	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-45DJCA	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-45DJI	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-45DJIA	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-45DJM	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-45DJMA	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-45FC	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-45FCA	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-45FI	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-45FIA	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-45FM	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-45FMA	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-55CC	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-55CCA	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-55CI	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-55CIA	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-55CM	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-55CMA	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-55DJC	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-55DJCA	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-55DJI	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-55DJIA	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-55DJM	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-55DJMA	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-55FC	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-55FCA	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8-55FI	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-55FIA	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8-55FM	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8-55FMA	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-17CC	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-17CCA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-17CI	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-17CIA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-17CM	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-17CMA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-17DJC	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-17DJCA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-17DJI	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-17DJIA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-17DJM	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-17DJMA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-17FC	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-17FCA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-17FI	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-17FIA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-17FM	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-17FMA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-20CC	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-20CCA	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-20CI	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-20CIA	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-20CM	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-20CMA	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-20DJC	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-20DJCA	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-20DJI	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-20DJIA	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-20DJM	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-20DJMA	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-20FC	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-20FCA	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-20FI	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-20FIA	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-20FM	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-20FMA	20ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-25CC	15ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-25CCA	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-25CI	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-25CIA	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-25CM	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-25CMA	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-25DJC	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-25DJCA	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-25DJI	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-25DJIA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-25DJM	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-25DJMA	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-25FC	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-25FCA	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-25FI	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-25FIA	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-25FM	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-25FMA	25ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-35CC	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-35CCA	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-35CI	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-35CIA	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-35CM	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-35CMA	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-35DJC	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-35DJCA	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-35DJI	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-35DJIA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-35DJM	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-35DJMA	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-35FC	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-35FCA	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-35FI	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-35FIA	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-35FM	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-35FMA	35ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-45CC	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-45CCA	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-45CI	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-45CIA	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-45CM	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-45CMA	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-45DJC	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-45DJCA	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-45DJI	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-45DJIA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-45DJM	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-45DJMA	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-45FC	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-45FCA	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-45FI	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-45FIA	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-45FM	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-45FMA	45ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-55CC	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-55CCA	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-55CI	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-55CIA	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-55CM	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-55CMA	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-55DJC	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-55DJCA	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-55DJI	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-55DJIA	17ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-55DJM	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-55DJMA	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin SOJ package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-55FC	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-55FCA	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS1M8L-55FI	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-55FIA	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WS1M8L-55FM	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS1M8L-55FMA	55ns; 5V power supply; 2 x 512K x 8 dualithic module in 36-pin Flat Pack package. Operational temperature range from -55°C to 125°C.	Datasheet*)
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