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WS57C45-25 series datasheets. Manufacturer: WSI.
	
   	WS57C45-25K	16Kbit (2Kx8) CMOS REGISTERED UV-Erasable EPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS57C45-25S	16Kbit (2Kx8) CMOS REGISTERED UV-Erasable EPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS57C45-25T	16Kbit (2Kx8) CMOS REGISTERED UV-Erasable EPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS57C45-35CMB	16Kbit (2Kx8) CMOS REGISTERED UV-Erasable EPROM in 28-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS57C45-35FMB	16Kbit (2Kx8) CMOS REGISTERED UV-Erasable EPROM in 24-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS57C45-35HMB	16Kbit (2Kx8) CMOS REGISTERED UV-Erasable EPROM in 24-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS57C45-35K	16Kbit (2Kx8) CMOS REGISTERED UV-Erasable EPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS57C45-35KMB	16Kbit (2Kx8) CMOS REGISTERED UV-Erasable EPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS57C45-35S	16Kbit (2Kx8) CMOS REGISTERED UV-Erasable EPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS57C45-35T	16Kbit (2Kx8) CMOS REGISTERED UV-Erasable EPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS57C45-35TMB	16Kbit (2Kx8) CMOS REGISTERED UV-Erasable EPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS57C45-45CMB	16Kbit (2Kx8) CMOS REGISTERED UV-Erasable EPROM in 28-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS57C45-45FMB	16Kbit (2Kx8) CMOS REGISTERED UV-Erasable EPROM in 24-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS57C45-45K	16Kbit (2Kx8) CMOS REGISTERED UV-Erasable EPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS57C45-45KMB	16Kbit (2Kx8) CMOS REGISTERED UV-Erasable EPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	WS57C45-45S	16Kbit (2Kx8) CMOS REGISTERED UV-Erasable EPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS57C45-45T	16Kbit (2Kx8) CMOS REGISTERED UV-Erasable EPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	WS57C45-45TMB	16Kbit (2Kx8) CMOS REGISTERED UV-Erasable EPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  WS57C45-25 (SGS-Thomson Microelectronics)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
     


  	
   			
	
	      
       

       Win Win Circuit LTD.
       PCB, PCBA, LCD Module

       www.wwteq.com
      

           
	
	


  
	


