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WT4311 series datasheets. Manufacturer: WSTCD.
	
   	WT4311	60V Vcbo, 275A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4312	80V Vcbo, 275A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4313	100V Vcbo, 275A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4314	120V Vcbo, 275A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4315	140V Vcbo, 275A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4316	160V Vcbo, 275A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4321	60V Vcbo, 325A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4322	80V Vcbo, 325A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4323	100V Vcbo, 200A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4324	120V Vcbo, 325A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4325	140V Vcbo, 325A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4331	60V Vcbo, 375A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4332	80V Vcbo, 375A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4333	100V Vcbo, 375A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4334	120V Vcbo, 375A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4411	60V Vcbo, 275A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4412	80V Vcbo, 275A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4413	100V Vcbo, 275A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4414	120V Vcbo, 275A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4415	140V Vcbo, 275A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4416	160V Vcbo, 275A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4421	60V Vcbo, 325A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4422	80V Vcbo, 325A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4423	100V Vcbo, 325A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4424	120V Vcbo, 325A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4425	140V Vcbo, 325A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4431	60V Vcbo, 375A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4432	80V Vcbo, 375A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4433	100V Vcbo, 375A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	WT4434	120V Vcbo, 375A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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