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W6810 series datasheets. Manufacturer: Winbond Electronics.
	
   	W6810IE	V(dd-ss): -0.5 to +6V; single-channel voiceband codec. For digital telephone systems, central office equipment (gateways, switches, routers), PBX systems, PABX/SOHO systems, local loop card, etc. in 20-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	W6810IR	V(dd-ss): -0.5 to +6V; single-channel voiceband codec. For digital telephone systems, central office equipment (gateways, switches, routers), PBX systems, PABX/SOHO systems, local loop card, etc. in 20-pin SSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	W6810IS	V(dd-ss): -0.5 to +6V; single-channel voiceband codec. For digital telephone systems, central office equipment (gateways, switches, routers), PBX systems, PABX/SOHO systems, local loop card, etc. in 20-pin SOG package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	W6810IW	V(dd-ss): -0.5 to +6V; single-channel voiceband codec. For digital telephone systems, central office equipment (gateways, switches, routers), PBX systems, PABX/SOHO systems, local loop card, etc. in 20-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	W6810	SINGLE-CHANNEL VOICEBAND CODEC	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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