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X24C16 series datasheets. Manufacturer: XICOR.
	
   	X24C16P	16K (2048 x 8bit) serial E2PROM in 8-pin DIP8P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16P-2,7	16K (2048 x 8bit) serial E2PROM in 8-pin DIP8P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16P-3	16K (2048 x 8bit) serial E2PROM in 8-pin DIP8P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16P-3,5	16K (2048 x 8bit) serial E2PROM in 8-pin DIP8P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16PI	16K (2048 x 8bit) serial E2PROM in 8-pin DIP8P package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16PI-2,7	16K (2048 x 8bit) serial E2PROM in 8-pin DIP8P package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16PI-3	16K (2048 x 8bit) serial E2PROM in 8-pin DIP8P package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16PI-3,5	16K (2048 x 8bit) serial E2PROM in 8-pin DIP8P package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16PM	16K (2048 x 8bit) serial E2PROM in 8-pin DIP8P package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	X24C16PM-2,7	16K (2048 x 8bit) serial E2PROM in 8-pin DIP8P package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	X24C16PM-3	16K (2048 x 8bit) serial E2PROM in 8-pin DIP8P package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	X24C16PM-3,5	16K (2048 x 8bit) serial E2PROM in 8-pin DIP8P package. Operational temperature range from -55°C to 85°C.	Datasheet*)
	X24C16PMB	16K (2048 x 8bit) serial E2PROM in 8-pin DIP8P package.	Datasheet*)
	X24C16PMB-2,7	16K (2048 x 8bit) serial E2PROM in 8-pin DIP8P package.	Datasheet*)
	X24C16PMB-3	16K (2048 x 8bit) serial E2PROM in 8-pin DIP8P package.	Datasheet*)
	X24C16PMB-3,5	16K (2048 x 8bit) serial E2PROM in 8-pin DIP8P package.	Datasheet*)
	X24C16S14	16K (2048 x 8bit) serial E2PROM in 14-pin SOIC14 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16S14-2,7	16K (2048 x 8bit) serial E2PROM in 14-pin SOIC14 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16S14-3	16K (2048 x 8bit) serial E2PROM in 14-pin SOIC14 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16S14-3,5	16K (2048 x 8bit) serial E2PROM in 14-pin SOIC14 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16S14I	16K (2048 x 8bit) serial E2PROM in 14-pin SOIC14 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16S14I-2,7	16K (2048 x 8bit) serial E2PROM in 14-pin SOIC14 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16S14I-3	16K (2048 x 8bit) serial E2PROM in 14-pin SOIC14 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16S14I-3,5	16K (2048 x 8bit) serial E2PROM in 14-pin SOIC14 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16S14M	16K (2048 x 8bit) serial E2PROM in 14-pin SOIC14 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16S14M-2,7	16K (2048 x 8bit) serial E2PROM in 14-pin SOIC14 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16S14M-3	16K (2048 x 8bit) serial E2PROM in 14-pin SOIC14 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16S14M-3,5	16K (2048 x 8bit) serial E2PROM in 14-pin SOIC14 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16S14MB	16K (2048 x 8bit) serial E2PROM in 14-pin SOIC14 package.	Datasheet*)
	X24C16S14MB-2,7	16K (2048 x 8bit) serial E2PROM in 14-pin SOIC14 package.	Datasheet*)
	X24C16S14MB-3	16K (2048 x 8bit) serial E2PROM in 14-pin SOIC14 package.	Datasheet*)
	X24C16S14MB-3,5	16K (2048 x 8bit) serial E2PROM in 14-pin SOIC14 package.	Datasheet*)
	X24C16S8	16K (2048 x 8bit) serial E2PROM in 8-pin SOIC8 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16S8-2,7	16K (2048 x 8bit) serial E2PROM in 8-pin SOIC8 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16S8-3	16K (2048 x 8bit) serial E2PROM in 8-pin SOIC8 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16S8-3,5	16K (2048 x 8bit) serial E2PROM in 8-pin SOIC8 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16S8I	16K (2048 x 8bit) serial E2PROM in 8-pin SOIC8 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16S8I-2,7	16K (2048 x 8bit) serial E2PROM in 8-pin SOIC8 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16S8I-3	16K (2048 x 8bit) serial E2PROM in 8-pin SOIC8 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16S8I-3,5	16K (2048 x 8bit) serial E2PROM in 8-pin SOIC8 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16S8M	16K (2048 x 8bit) serial E2PROM in 8-pin SOIC8 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16S8M-2,7	16K (2048 x 8bit) serial E2PROM in 8-pin SOIC8 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16S8M-3	16K (2048 x 8bit) serial E2PROM in 8-pin SOIC8 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16S8M-3,5	16K (2048 x 8bit) serial E2PROM in 8-pin SOIC8 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16S8MB	16K (2048 x 8bit) serial E2PROM in 8-pin SOIC8 package.	Datasheet*)
	X24C16S8MB-2,7	16K (2048 x 8bit) serial E2PROM in 8-pin SOIC8 package.	Datasheet*)
	X24C16S8MB-3	16K (2048 x 8bit) serial E2PROM in 8-pin SOIC8 package.	Datasheet*)
	X24C16S8MB-3,5	16K (2048 x 8bit) serial E2PROM in 8-pin SOIC8 package.	Datasheet*)
	X24C16	Serial E2PROM	Datasheet*)
	X24C16D	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16D2.7	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16D3	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16D3.5	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16DI	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16DI2.7	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16DI3	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16DI3.5	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16DM	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16DM2.7	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16DM3	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16DM3.5	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16DMB	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16DMB2.7	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16DMB3	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16DMB3.5	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16P2.7	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16P3	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16P3.5	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16PI2.7	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16PI3	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16PI3.5	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16PM2.7	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16PM3	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16PM3.5	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16S14-2.7	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 14-pin SOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16S14-3.5	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 14-pin SOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16S14I2.7	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 14-pin SOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16S14I3	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 14-pin SOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16S14I3.5	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 14-pin SOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16S14M2.7	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 14-pin SOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16S14M3	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 14-pin SOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16S14M3.5	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 14-pin SOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16S3.5C7000	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 14-pin SOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16S3C7000	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 14-pin SOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16S8-2.7	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin SOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16S8-3.5	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin SOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16S8I2.7	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin SOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16S8I3	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin SOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16S8I3.5	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin SOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16S8M2.7	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin SOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16S8M3	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin SOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16S8M3.5	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 8-pin SOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16SC7000	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 14-pin SOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X24C16SI3.5C7000	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 14-pin SOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16SI3C7000	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 14-pin SOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16SIC7000	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 14-pin SOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X24C16SM	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 14-pin SOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16SM3.5C7000	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 14-pin SOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16SM3C7000	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 14-pin SOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X24C16SMC7000	16Kbit (2Kx8) REGISTERED SERIAL EEPROM in 14-pin SOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
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