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X2816 series datasheets. Manufacturer: XICOR.
	
   	X2816CE-12	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 32-pin LCC32 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CE-15	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 32-pin LCC32 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CE-20	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 32-pin LCC32 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CE-90	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 32-pin LCC32 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CEI-12	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 32-pin LCC32 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CEI-15	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 32-pin LCC32 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CEI-20	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 32-pin LCC32 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CEI-90	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 32-pin LCC32 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CJ-12	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 32-pin PLCC32 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CJ-15	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 32-pin PLCC32 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CJ-20	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 32-pin PLCC32 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CJ-90	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 32-pin PLCC32 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CJI-12	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 32-pin PLCC32 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CJI-15	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 32-pin PLCC32 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CJI-20	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 32-pin PLCC32 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CJI-90	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 32-pin PLCC32 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CP-12	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 24-pin DIP24P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CP-15	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 24-pin DIP24P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CP-20	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 24-pin DIP24P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CP-90	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 24-pin DIP24P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CPI-12	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 24-pin DIP24P package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CPI-15	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 24-pin DIP24P package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CPI-20	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 24-pin DIP24P package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CPI-90	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 24-pin DIP24P package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CS-12	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 24-pin SOIC24P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CS-15	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 24-pin SOIC24P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CS-20	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 24-pin SOIC24P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CS-90	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 24-pin SOIC24P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CSI-12	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 24-pin SOIC24P package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CSI-15	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 24-pin SOIC24P package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CSI-20	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 24-pin SOIC24P package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CSI-90	16K (2048 x 8bit) 5 volt, byte alterable E2PROM in 24-pin SOIC24P package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816C	5 Volt, Byte Alterable E2PROM	Datasheet*)
	X2816AD	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816AD25	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816AD35	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816AD45	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816ADI	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816ADI25	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816ADI35	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816ADI45	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816ADM	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816ADM35	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816ADM45	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816ADMB	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816ADMB25	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816ADMB35	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816ADMB45	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816AE	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816AE25	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816AE35	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816AE45	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816AEI	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816AEI25	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816AEI35	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816AEI45	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816AEM	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816AEM35	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816AEM45	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816AEMB	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816AEMB25	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816AEMB35	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816AEMB45	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816AND35	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816AND45	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816AND50	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816AP	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816AP25	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816AP35	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816AP45	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816API	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816API25	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816API35	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816API45	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816BD	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816BD20	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816BD25	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816BD35	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816BDI	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816BDI20	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816BDI25	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816BDI35	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816BDI45	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816BDM	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816BDM25	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816BDMB	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816BDMB25	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816BE	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816BE20	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816BE25	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816BEI	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816BEI20	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816BEI25	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816BEM	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816BEM-C6694	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816BEM25	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816BEMB	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816BEMB25	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816BH	16Kbit (2Kx8) LATCHED EEPROM Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816BJ	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816BJ20	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816BJ25	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816BJ25C7000	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816BJC7000	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816BJI	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816BJI25	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816BJI25C7000	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816BJIC7000	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816BK	16Kbit (2Kx8) LATCHED EEPROM Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816BK25	16Kbit (2Kx8) LATCHED EEPROM Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816BKI	16Kbit (2Kx8) LATCHED EEPROM Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816BKI25	16Kbit (2Kx8) LATCHED EEPROM Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816BKM	16Kbit (2Kx8) LATCHED EEPROM Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816BKM25	16Kbit (2Kx8) LATCHED EEPROM Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816BKMB	16Kbit (2Kx8) LATCHED EEPROM Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816BKMB25	16Kbit (2Kx8) LATCHED EEPROM Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816BP	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816BP20	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816BP25	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816BP35	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816BP45	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816BPI	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816BPI20	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816BPI25	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816BPI35	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816BPI45	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CD12	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CD15	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CD20	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CD90	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CDI12	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CDI15	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CDI20	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CDI90	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CDM12	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CDM15	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CDM20	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CDM90	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CDMB12	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CDMB15	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CDMB20	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CDMB90	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CE12	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CE15	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CE20	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CE90	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CEI12	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CEI15	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CEI20	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CEI90	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CEM12	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CEM15	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CEM20	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CEM90	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CEMB12	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CEMB15	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CEMB20	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CEMB90	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CJ12	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CJ15	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CJ15C7000	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CJ20	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CJ20C7000	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CJ90	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CJI12	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CJI15	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CJI15C7000	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CJI20	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CJI20C7000	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CJI90	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CJM12	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CJM15	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CJM20	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CJM90	16Kbit (2Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CP12	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CP15	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CP20	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CP90	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CPI12	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CPI15	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CPI20	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CPI90	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CPM12	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CPM15	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CPM20	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CPM90	16Kbit (2Kx8) LATCHED EEPROM in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CS12	16Kbit (2Kx8) LATCHED EEPROM in 24-pin SOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CS15	16Kbit (2Kx8) LATCHED EEPROM in 24-pin SOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CS20	16Kbit (2Kx8) LATCHED EEPROM in 24-pin SOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CS90	16Kbit (2Kx8) LATCHED EEPROM in 24-pin SOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2816CSI12	16Kbit (2Kx8) LATCHED EEPROM in 24-pin SOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CSI15	16Kbit (2Kx8) LATCHED EEPROM in 24-pin SOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CSI20	16Kbit (2Kx8) LATCHED EEPROM in 24-pin SOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CSI90	16Kbit (2Kx8) LATCHED EEPROM in 24-pin SOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2816CSM12	16Kbit (2Kx8) LATCHED EEPROM in 24-pin SOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CSM15	16Kbit (2Kx8) LATCHED EEPROM in 24-pin SOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CSM20	16Kbit (2Kx8) LATCHED EEPROM in 24-pin SOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2816CSM90	16Kbit (2Kx8) LATCHED EEPROM in 24-pin SOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
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