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X2864 series datasheets. Manufacturer: XICOR.
	
   	X2864AD	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AD20	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AD25	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AD35	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AD45	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864ADI	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864ADI20	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864ADI25	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864ADI35	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864ADI45	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864ADM	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864ADM25	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864ADM35	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864ADM45	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864ADMB	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864ADMB25	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864ADMB35	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864ADMB45	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864ADT35	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 150°C.	Datasheet*)
	X2864ADT45	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 150°C.	Datasheet*)
	X2864AE	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AE20	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AE25	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AE35	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AE45	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AEI	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864AEI20	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864AEI25	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864AEI35	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864AEI45	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864AEM	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AEM25	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AEM35	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AEM45	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AEMB	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AEMB25	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AEMB35	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AEMB45	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AET35	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 150°C.	Datasheet*)
	X2864AET45	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 150°C.	Datasheet*)
	X2864AF	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AF25	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AF35	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AF45	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AFI	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864AFI25	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864AFI35	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864AFI45	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864AFM	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AFM25	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AFM35	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AFM45	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AFMB	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AFMB25	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AFMB35	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AFMB45	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AGM	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AGM25	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AGM35	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AGM45	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AGMB	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AGMB25	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AGMB35	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AGMB45	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AH	64Kbit (8Kx8) LATCHED EEPROM Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AJ	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AJ20	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AJ25	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AJ25C7000	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AJ35	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AJ35C7000	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AJ45	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AJ45C7000	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AJC7000	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AJI	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864AJI25	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864AJI35	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864AJI45	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864AKMB	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AKMB25	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AKMB35	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AKMB45	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864AP	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AP20	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AP25	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AP35	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864AP45	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864API	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864API20	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864API25	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864API35	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864API45	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BD	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BD12	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BD15	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BD150	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BD18	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BD20	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BD25	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BDI	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BDI12	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BDI15	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BDI18	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BDI20	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BDI25	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BDM12	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BDM15	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BDM18	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BDM180	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BDM25	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BDMB	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BDMB12	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BDMB120	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BDMB15	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BDMB150	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BDMB18	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BDMB180	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BDMB25	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BDMB35	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BE	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BE12	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BE15	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BE18	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BEI12	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BEI15	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BEI18	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BEM	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BEM12	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BEM15	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BEM18	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BEMB	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BEMB12	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BEMB120	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BEMB15	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BEMB150	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BEMB18	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BEMB180	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BEMB25	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BF120	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BF150	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BF180	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BFI120	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BFI150	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BFI180	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BFM12	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BFM15	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BFM18	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BFMB12	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BFMB15	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BFMB18	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BGM12	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BGM15	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BGM18	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BGMB12	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BGMB15	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BGMB18	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BH	64Kbit (8Kx8) LATCHED EEPROM Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BJ12	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BJ12C7000	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BJ15	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BJ15C7000	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BJ18	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BJ20C7000	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BJ25C7000	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BJI12	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BJI12C7000	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BJI15	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BJI15C7000	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BJI18	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BJI20	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BJI20C7000	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BJI25	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BJI25C7000	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BK120	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BK150	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BK180	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BKI120	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BKI150	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BKI180	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BKM12	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BKM15	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BKM18	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BKMB12	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BKMB15	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BKMB18	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864BP	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BP12	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BP15	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BP18	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BP20	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BP25	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BPI12	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BPI15	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BPI18	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864BPI20	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BPI25	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864BPI35	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864DBM180	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	X2864HD70	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864HD90	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864HDI70	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864HDI90	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864HDM90	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864HDMB90	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864HE70	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864HE90	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864HEI90	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864HEM90	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864HEMB90	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864HF70	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864HF90	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864HFI90	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864HFM90	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864HFMB90	64Kbit (8Kx8) LATCHED EEPROM in 28-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864HGM90	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864HGMB90	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864HJ70	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864HJ90	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864HJI70	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864HJI90	64Kbit (8Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864HK70	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864HK90	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864HKI90	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864HKM90	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864HKMB90	64Kbit (8Kx8) LATCHED EEPROM in 28-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X2864HP70	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864HP90	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X2864HPI70	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X2864HPI90	64Kbit (8Kx8) LATCHED EEPROM in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
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