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X9241 series datasheets. Manufacturer: XICOR.
	
   	X9241MP	Quad E2POT nonvolatile digital potentiometer in 20-pin DIP20P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X9241MPI	Quad E2POT nonvolatile digital potentiometer in 20-pin DIP20P package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X9241MPM	Quad E2POT nonvolatile digital potentiometer in 20-pin DIP20P package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X9241MS	Quad E2POT nonvolatile digital potentiometer in 20-pin SOIC20P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X9241MSI	Quad E2POT nonvolatile digital potentiometer in 20-pin SOIC20P package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X9241MSM	Quad E2POT nonvolatile digital potentiometer in 20-pin SOIC20P package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X9241MV	Quad E2POT nonvolatile digital potentiometer in 20-pin TSSOP20 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X9241MVI	Quad E2POT nonvolatile digital potentiometer in 20-pin TSSOP20 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X9241MVM	Quad E2POT nonvolatile digital potentiometer in 20-pin TSSOP20 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X9241UP	Quad E2POT nonvolatile digital potentiometer in 20-pin DIP20P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X9241UPI	Quad E2POT nonvolatile digital potentiometer in 20-pin DIP20P package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X9241UPM	Quad E2POT nonvolatile digital potentiometer in 20-pin DIP20P package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X9241US	Quad E2POT nonvolatile digital potentiometer in 20-pin SOIC20P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X9241USI	Quad E2POT nonvolatile digital potentiometer in 20-pin SOIC20P package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X9241USM	Quad E2POT nonvolatile digital potentiometer in 20-pin SOIC20P package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X9241UV	Quad E2POT nonvolatile digital potentiometer in 20-pin TSSOP20 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X9241UVI	Quad E2POT nonvolatile digital potentiometer in 20-pin TSSOP20 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X9241UVM	Quad E2POT nonvolatile digital potentiometer in 20-pin TSSOP20 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X9241WP	Quad E2POT nonvolatile digital potentiometer in 20-pin DIP20P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X9241WPI	Quad E2POT nonvolatile digital potentiometer in 20-pin DIP20P package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X9241WPM	Quad E2POT nonvolatile digital potentiometer in 20-pin DIP20P package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X9241WS	Quad E2POT nonvolatile digital potentiometer in 20-pin SOIC20P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X9241WSI	Quad E2POT nonvolatile digital potentiometer in 20-pin SOIC20P package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X9241WSM	Quad E2POT nonvolatile digital potentiometer in 20-pin SOIC20P package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X9241WV	Quad E2POT nonvolatile digital potentiometer in 20-pin TSSOP20 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X9241WVI	Quad E2POT nonvolatile digital potentiometer in 20-pin TSSOP20 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X9241WVM	Quad E2POT nonvolatile digital potentiometer in 20-pin TSSOP20 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X9241YP	Quad E2POT nonvolatile digital potentiometer in 20-pin DIP20P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X9241YPI	Quad E2POT nonvolatile digital potentiometer in 20-pin DIP20P package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X9241YPM	Quad E2POT nonvolatile digital potentiometer in 20-pin DIP20P package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X9241YS	Quad E2POT nonvolatile digital potentiometer in 20-pin SOIC20P package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X9241YSI	Quad E2POT nonvolatile digital potentiometer in 20-pin SOIC20P package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X9241YSM	Quad E2POT nonvolatile digital potentiometer in 20-pin SOIC20P package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X9241YV	Quad E2POT nonvolatile digital potentiometer in 20-pin TSSOP20 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	X9241YVI	Quad E2POT nonvolatile digital potentiometer in 20-pin TSSOP20 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	X9241YVM	Quad E2POT nonvolatile digital potentiometer in 20-pin TSSOP20 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	X9241	Quad E2POT?? Nonvolatile Digital Potentiometer	Datasheet*)
	X9241A	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AMP	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AMPI	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AMS	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AMSI	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AMV	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AMVI	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AUP	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AUPI	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AUS	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AUSI	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AUV	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AUVI	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AWP	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AWPI	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AWS	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AWSI	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AWV	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AWVI	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AYP	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AYPI	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AYS	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AYSI	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AYV	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)
	X9241AYVI	Quad Digitally Controlled Potentiometer (XDCP)	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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