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XC1701LPC20 series datasheets. Manufacturer: XILIX.
	
   	XC1701LPC20C	Configuration PROM. in 20-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1701LPC20I	Configuration PROM. in 20-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1701LPD8C	Configuration PROM. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1701LPD8I	Configuration PROM. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1701LSO20C	Configuration PROM. in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1701LSO20I	Configuration PROM. in 20-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1701PC20C	Configuration PROM. in 20-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1701PC20I	Configuration PROM. in 20-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1701PD8C	Configuration PROM. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1701PD8I	Configuration PROM. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1701SO20C	Configuration PROM. in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1701SO20I	Configuration PROM. in 20-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1702LPC44C	Configuration PROM. in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1702LPC44I	Configuration PROM. in 44-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1702LVQ44C	Configuration PROM. in 44-pin VQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1702LVQ44I	Configuration PROM. in 44-pin VQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1704LPC44C	Configuration PROM. in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1704LPC44I	Configuration PROM. in 44-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1704LVQ44C	Configuration PROM. in 44-pin VQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1704LVQ44I	Configuration PROM. in 44-pin VQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17128ELPC20C	Configuration PROM. in 20-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17128ELPC20I	Configuration PROM. in 20-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17128ELPD8C	Configuration PROM. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17128ELPD8I	Configuration PROM. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17128ELVO8C	Configuration PROM. in 8-pin VOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17128ELVO8I	Configuration PROM. in 8-pin VOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17128EPC20C	Configuration PROM. in 20-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17128EPC20I	Configuration PROM. in 20-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17128EPD8C	Configuration PROM. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17128EPD8I	Configuration PROM. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17128EVO8C	Configuration PROM. in 8-pin VOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17128EVO8I	Configuration PROM. in 8-pin VOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17256ELPC20C	Configuration PROM. in 20-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17256ELPC20I	Configuration PROM. in 20-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17256ELPD8C	Configuration PROM. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17256ELPD8I	Configuration PROM. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17256ELVO8C	Configuration PROM. in 8-pin VOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17256ELVO8I	Configuration PROM. in 8-pin VOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17256EPC20C	Configuration PROM. in 20-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17256EPC20I	Configuration PROM. in 20-pin VOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17256EPD8C	Configuration PROM. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17256EPD8I	Configuration PROM. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17256EVO8C	Configuration PROM. in 8-pin VOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17256EVO8I	Configuration PROM. in 8-pin VOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1736EPC20C	Configuration PROM. in 20-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1736EPC20I	Configuration PROM. in 20-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1736EPD8C	Configuration PROM. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1736EPD8I	Configuration PROM. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1736ESO8C	Configuration PROM. in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1736ESO8I	Configuration PROM. in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1736EVO8C	Configuration PROM. in 8-pin VOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1736EVO8I	Configuration PROM. in 8-pin VOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17512LPC20C	Configuration PROM. in 20-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17512LPC20I	Configuration PROM. in 20-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17512LPD8C	Configuration PROM. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17512LPD8I	Configuration PROM. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17512LSO20C	Configuration PROM. in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17512LSO20I	Configuration PROM. in 20-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1765ELPC20C	Configuration PROM. in 20-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1765ELPC20I	Configuration PROM. in 20-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1765ELPD8C	Configuration PROM. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1765ELPD8I	Configuration PROM. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1765ELSO8C	Configuration PROM. in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1765ELSO8I	Configuration PROM. in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1765ELVO8C	Configuration PROM. in 8-pin VOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1765ELVO8I	Configuration PROM. in 8-pin VOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1765EPC20C	Configuration PROM. in 20-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1765EPC20I	Configuration PROM. in 20-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1765EPD8C	Configuration PROM. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1765EPD8I	Configuration PROM. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1765ESO8C	Configuration PROM. in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1765ESO8I	Configuration PROM. in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC1765EVO8C	Configuration PROM. in 8-pin VOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC1765EVO8I	Configuration PROM. in 8-pin VOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
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