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XC17S05PD8 series datasheets. Manufacturer: XILIX.
	
   	XC17S05PD8C	Spartan 5V one-time programmable configuration PROM. Configuration bits 53984. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S05PD8I	Spartan 5V one-time programmable configuration PROM. Configuration bits 53984. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S05VO8C	Spartan 5V one-time programmable configuration PROM. Configuration bits 53984. in 8-pin VOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S05VO8I	Spartan 5V one-time programmable configuration PROM. Configuration bits 53984. in 8-pin VOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S05XLPD8C	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 54544. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S05XLPD8I	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 54544. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S05XLVO8C	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 54544. in 8-pin VOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S05XLVO8I	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 54544. in 8-pin VOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S100XLPD8C	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 781248. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S100XLPD8I	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 781248. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S100XLSO20C	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 781248. in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S100XLSO20I	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 781248. in 20-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S10PD8C	Spartan 5V one-time programmable configuration PROM. Configuration bits 95008. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S10PD8I	Spartan 5V one-time programmable configuration PROM. Configuration bits 95008. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S10VO8C	Spartan 5V one-time programmable configuration PROM. Configuration bits 95008. in 8-pin VOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S10VO8I	Spartan 5V one-time programmable configuration PROM. Configuration bits 95008. in 8-pin VOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S10XLPD8C	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 95752. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S10XLPD8I	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 95752. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S10XLVO8C	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 95752. in 8-pin VOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S10XLVO8I	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 95752. in 8-pin VOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S150XLPD8C	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 1040128. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S150XLPD8I	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 1040128. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S150XLSO20C	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 1040128. in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S150XLSO20I	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 1040128. in 20-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S20PD8C	Spartan 5V one-time programmable configuration PROM. Configuration bits 178144. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S20PD8I	Spartan 5V one-time programmable configuration PROM. Configuration bits 178144. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S20VO8C	Spartan 5V one-time programmable configuration PROM. Configuration bits 178144. in 8-pin VOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S20VO8I	Spartan 5V one-time programmable configuration PROM. Configuration bits 178144. in 8-pin VOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S20XLPD8C	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 179160. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S20XLPD8I	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 179160. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S20XLVO8C	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 179160. in 8-pin VOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S20XLVO8I	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 179160. in 8-pin VOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S30PD8C	Spartan 5V one-time programmable configuration PROM. Configuration bits 247968. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S30PD8I	Spartan 5V one-time programmable configuration PROM. Configuration bits 247968. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S30VO8C	Spartan 5V one-time programmable configuration PROM. Configuration bits 247968. in 8-pin VOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S30VO8I	Spartan 5V one-time programmable configuration PROM. Configuration bits 247968. in 8-pin VOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S30XLPD8C	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 249168. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S30XLPD8I	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 249168. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S30XLVO8C	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 249168. in 8-pin VOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S30XLVO8I	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 249168. in 8-pin VOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S40PD8C	Spartan 5V one-time programmable configuration PROM. Configuration bits 329312. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S40PD8I	Spartan 5V one-time programmable configuration PROM. Configuration bits 329312. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S40SO20C	Spartan 5V one-time programmable configuration PROM. Configuration bits 329312. in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S40SO20I	Spartan 5V one-time programmable configuration PROM. Configuration bits 329312. in 20-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S40XLPD8C	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 330696. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S40XLPD8I	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 330696. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S40XLSO20C	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 330696. in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S40XLSO20I	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 330696. in 20-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S50XLPD8C	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 559232. in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S50XLPD8I	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 559232. in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XC17S50XLSO20C	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 559232. in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XC17S50XLSO20I	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 559232. in 20-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
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*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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