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XC2S100 series datasheets. Manufacturer: XILIX.
	
   	XC2S100-5FG256C	Spartan-II 2.5V field programmable gate array. in 256-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S100-5FG256I	Spartan-II 2.5V field programmable gate array. in 256-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S100-5FG456C	Spartan-II 2.5V field programmable gate array. in 456-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S100-5FG456I	Spartan-II 2.5V field programmable gate array. in 456-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S100-5PQ208C	Spartan-II 2.5V field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S100-5PQ208I	Spartan-II 2.5V field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S100-5TQ144C	Spartan-II 2.5V field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S100-5TQ144I	Spartan-II 2.5V field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S100-6FG256C	Spartan-II 2.5V field programmable gate array. in 256-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S100-6FG456C	Spartan-II 2.5V field programmable gate array. in 456-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S100-6PQ208C	Spartan-II 2.5V field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S100-6TQ144C	Spartan-II 2.5V field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S15-5CS144C	Spartan-II 2.5V field programmable gate array. in 144-pin Chip scale BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S15-5CS144I	Spartan-II 2.5V field programmable gate array. in 144-pin Chip scale BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S15-5TQ144C	Spartan-II 2.5V field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S15-5TQ144I	Spartan-II 2.5V field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S15-5VQ100C	Spartan-II 2.5V field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S15-5VQ100I	Spartan-II 2.5V field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S15-6CS144C	Spartan-II 2.5V field programmable gate array. in 144-pin Chip scale BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S15-6TQ144C	Spartan-II 2.5V field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S15-6VQ100C	Spartan-II 2.5V field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S150-5FG256C	Spartan-II 2.5V field programmable gate array. in 256-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S150-5FG256I	Spartan-II 2.5V field programmable gate array. in 256-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S150-5FG456C	Spartan-II 2.5V field programmable gate array. in 456-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S150-5FG456I	Spartan-II 2.5V field programmable gate array. in 456-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S150-5PQ208C	Spartan-II 2.5V field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S150-5PQ208I	Spartan-II 2.5V field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S150-6FG256C	Spartan-II 2.5V field programmable gate array. in 256-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S150-6FG456C	Spartan-II 2.5V field programmable gate array. in 456-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S150-6PQ208C	Spartan-II 2.5V field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S200-5FG256C	Spartan-II 2.5V field programmable gate array. in 256-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S200-5FG256I	Spartan-II 2.5V field programmable gate array. in 256-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S200-5FG456C	Spartan-II 2.5V field programmable gate array. in 456-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S200-5FG456I	Spartan-II 2.5V field programmable gate array. in 456-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S200-5PQ208C	Spartan-II 2.5V field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S200-5PQ208I	Spartan-II 2.5V field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S200-6FG256C	Spartan-II 2.5V field programmable gate array. in 256-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S200-6FG456C	Spartan-II 2.5V field programmable gate array. in 456-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S200-6PQ208C	Spartan-II 2.5V field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S30-5CS144C	Spartan-II 2.5V field programmable gate array. in 144-pin Chip scale BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S30-5CS144I	Spartan-II 2.5V field programmable gate array. in 144-pin Chip scale BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S30-5PQ208C	Spartan-II 2.5V field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S30-5PQ208I	Spartan-II 2.5V field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S30-5TQ144C	Spartan-II 2.5V field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S30-5TQ144I	Spartan-II 2.5V field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S30-5VQ100C	Spartan-II 2.5V field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S30-5VQ100I	Spartan-II 2.5V field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S30-6CS144C	Spartan-II 2.5V field programmable gate array. in 144-pin Chip scale BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S30-6PQ208C	Spartan-II 2.5V field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S30-6TQ144C	Spartan-II 2.5V field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S30-6VQ100C	Spartan-II 2.5V field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S50-5FG256C	Spartan-II 2.5V field programmable gate array. in 256-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S50-5FG256I	Spartan-II 2.5V field programmable gate array. in 256-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S50-5PQ208C	Spartan-II 2.5V field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S50-5PQ208I	Spartan-II 2.5V field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S50-5TQ144C	Spartan-II 2.5V field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S50-5TQ144I	Spartan-II 2.5V field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S50-6FG256C	Spartan-II 2.5V field programmable gate array. in 256-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S50-6PQ208C	Spartan-II 2.5V field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S50-6TQ144C	Spartan-II 2.5V field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S100E-6FT256C	Spartan-IIE 1.8V FPGA. in 256-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S100E-6FT256I	Spartan-IIE 1.8V FPGA. in 256-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S100E-6FT456C	Spartan-IIE 1.8V FPGA. in 456-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S100E-6FT456I	Spartan-IIE 1.8V FPGA. in 456-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S100E-6PQ208C	Spartan-IIE 1.8V FPGA. in 208-pin Plastic QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S100E-6PQ208I	Spartan-IIE 1.8V FPGA. in 208-pin Plastic QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S100E-6TQ144C	Spartan-IIE 1.8V FPGA. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S100E-6TQ144I	Spartan-IIE 1.8V FPGA. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S100E-7FT256C	Spartan-IIE 1.8V FPGA. in 256-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S100E-7FT256I	Spartan-IIE 1.8V FPGA. in 256-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S100E-7FT456C	Spartan-IIE 1.8V FPGA. in 456-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S100E-7FT456I	Spartan-IIE 1.8V FPGA. in 456-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S100E-7PQ208C	Spartan-IIE 1.8V FPGA. in 208-pin Plastic QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S100E-7PQ208I	Spartan-IIE 1.8V FPGA. in 208-pin Plastic QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S100E-7TQ144C	Spartan-IIE 1.8V FPGA. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S100E-7TQ144I	Spartan-IIE 1.8V FPGA. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S150E-6FT256C	Spartan-IIE 1.8V FPGA. in 256-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S150E-6FT256I	Spartan-IIE 1.8V FPGA. in 256-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S150E-6FT456C	Spartan-IIE 1.8V FPGA. in 456-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S150E-6FT456I	Spartan-IIE 1.8V FPGA. in 456-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S150E-6PQ208C	Spartan-IIE 1.8V FPGA. in 208-pin Plastic QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S150E-6PQ208I	Spartan-IIE 1.8V FPGA. in 208-pin Plastic QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S150E-6TQ144C	Spartan-IIE 1.8V FPGA. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S150E-6TQ144I	Spartan-IIE 1.8V FPGA. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S150E-7FT256C	Spartan-IIE 1.8V FPGA. in 256-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S150E-7FT256I	Spartan-IIE 1.8V FPGA. in 256-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S150E-7FT456C	Spartan-IIE 1.8V FPGA. in 456-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S150E-7FT456I	Spartan-IIE 1.8V FPGA. in 456-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S150E-7PQ208C	Spartan-IIE 1.8V FPGA. in 208-pin Plastic QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S150E-7PQ208I	Spartan-IIE 1.8V FPGA. in 208-pin Plastic QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S150E-7TQ144C	Spartan-IIE 1.8V FPGA. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S150E-7TQ144I	Spartan-IIE 1.8V FPGA. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S200E-6FT256C	Spartan-IIE 1.8V FPGA. in 256-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S200E-6FT256I	Spartan-IIE 1.8V FPGA. in 256-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S200E-6FT456C	Spartan-IIE 1.8V FPGA. in 456-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S200E-6FT456I	Spartan-IIE 1.8V FPGA. in 456-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S200E-6PG208C	Spartan-IIE 1.8V FPGA. in 208-pin Plastic QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S200E-6PG208I	Spartan-IIE 1.8V FPGA. in 208-pin Plastic QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S200E-6TQ144C	Spartan-IIE 1.8V FPGA. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S200E-6TQ144I	Spartan-IIE 1.8V FPGA. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S200E-7FT256C	Spartan-IIE 1.8V FPGA. in 256-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S200E-7FT256I	Spartan-IIE 1.8V FPGA. in 256-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S200E-7FT456C	Spartan-IIE 1.8V FPGA. in 456-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S200E-7FT456I	Spartan-IIE 1.8V FPGA. in 456-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S200E-7PG208C	Spartan-IIE 1.8V FPGA. in 208-pin Plastic QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S200E-7PG208I	Spartan-IIE 1.8V FPGA. in 208-pin Plastic QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S200E-7TQ144C	Spartan-IIE 1.8V FPGA. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S200E-7TQ144I	Spartan-IIE 1.8V FPGA. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S300E-6FT256C	Spartan-IIE 1.8V FPGA. in 256-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S300E-6FT256I	Spartan-IIE 1.8V FPGA. in 256-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S300E-6FT456C	Spartan-IIE 1.8V FPGA. in 456-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S300E-6FT456I	Spartan-IIE 1.8V FPGA. in 456-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S300E-6PQ208C	Spartan-IIE 1.8V FPGA. in 208-pin Plastic QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S300E-6PQ208I	Spartan-IIE 1.8V FPGA. in 208-pin Plastic QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S300E-6TQ144C	Spartan-IIE 1.8V FPGA. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S300E-6TQ144I	Spartan-IIE 1.8V FPGA. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S300E-7FT256C	Spartan-IIE 1.8V FPGA. in 256-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S300E-7FT256I	Spartan-IIE 1.8V FPGA. in 256-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S300E-7FT456C	Spartan-IIE 1.8V FPGA. in 456-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S300E-7FT456I	Spartan-IIE 1.8V FPGA. in 456-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S300E-7PQ208C	Spartan-IIE 1.8V FPGA. in 208-pin Plastic QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S300E-7PQ208I	Spartan-IIE 1.8V FPGA. in 208-pin Plastic QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S300E-7TQ144C	Spartan-IIE 1.8V FPGA. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S300E-7TQ144I	Spartan-IIE 1.8V FPGA. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S50E-6FT256C	Spartan-IIE 1.8V FPGA. in 256-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S50E-6FT256I	Spartan-IIE 1.8V FPGA. in 256-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S50E-6FT456C	Spartan-IIE 1.8V FPGA. in 456-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S50E-6FT456I	Spartan-IIE 1.8V FPGA. in 456-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S50E-6PQ208C	Spartan-IIE 1.8V FPGA. in 208-pin Plastic QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S50E-6PQ208I	Spartan-IIE 1.8V FPGA. in 208-pin Plastic QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S50E-6TQ144C	Spartan-IIE 1.8V FPGA. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S50E-6TQ144I	Spartan-IIE 1.8V FPGA. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S50E-7FT256C	Spartan-IIE 1.8V FPGA. in 256-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S50E-7FT256I	Spartan-IIE 1.8V FPGA. in 256-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S50E-7FT456C	Spartan-IIE 1.8V FPGA. in 456-pin Fine pitch BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S50E-7FT456I	Spartan-IIE 1.8V FPGA. in 456-pin Fine pitch BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S50E-7PQ208C	Spartan-IIE 1.8V FPGA. in 208-pin Plastic QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S50E-7PQ208I	Spartan-IIE 1.8V FPGA. in 208-pin Plastic QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S50E-7TQ144C	Spartan-IIE 1.8V FPGA. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC2S50E-7TQ144I	Spartan-IIE 1.8V FPGA. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC2S100E	Spartan-IIE 1.8V FPGA Family	Datasheet*)
	XC2S100E-6FG456C	Spartan-IIE 1.8V FPGA Family	Datasheet*)
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