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XC3020A-6PC68 series datasheets. Manufacturer: XILIX.
	
   	XC3020A-6PC68C	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3020A-6PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3020A-6PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3020A-7PC68C	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3020A-7PC68I	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3020A-7PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3020A-7PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3020A-7PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3020A-7PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3020L-8PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3020L-8PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3030A-6PC44C	Field programmable gate array. in 44-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3030A-6PC68C	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3030A-6PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3030A-6PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3030A-6VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3030A-6VQ64C	Field programmable gate array. in 64-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3030A-7PC44C	Field programmable gate array. in 44-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3030A-7PC44I	Field programmable gate array. in 44-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3030A-7PC68C	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3030A-7PC68I	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3030A-7PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3030A-7PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3030A-7PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3030A-7PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3030A-7VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3030A-7VQ100I	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3030A-7VQ64C	Field programmable gate array. in 64-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3030A-7VQ64I	Field programmable gate array. in 64-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3030L-8PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3030L-8PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3030L-8VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3030L-8VQ100I	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3030L-8VQ64C	Field programmable gate array. in 64-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3030L-8VQ64I	Field programmable gate array. in 64-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3042A-6PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3042A-6PG132C	Field programmable gate array. in 132-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3042A-6PG84C	Field programmable gate array. in 84-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3042A-6PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3042A-6TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3042A-6VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3042A-7PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3042A-7PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3042A-7PG132C	Field programmable gate array. in 132-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3042A-7PG132I	Field programmable gate array. in 132-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3042A-7PG84C	Field programmable gate array. in 84-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3042A-7PG84I	Field programmable gate array. in 84-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3042A-7PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3042A-7PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3042A-7TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3042A-7TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3042A-7VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3042A-7VQ100I	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3042L-8PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3042L-8PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3042L-8TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3042L-8TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3042L-8VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3042L-8VQ100I	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3064A-6PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3064A-6PG132C	Field programmable gate array. in 132-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3064A-6PP132C	Field programmable gate array. in 132-pin Plastic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3064A-6PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3064A-6TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3064A-7PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3064A-7PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3064A-7PG132C	Field programmable gate array. in 132-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3064A-7PG132I	Field programmable gate array. in 132-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3064A-7PP132C	Field programmable gate array. in 132-pin Plastic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3064A-7PP132I	Field programmable gate array. in 132-pin Plastic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3064A-7PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3064A-7PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3064A-7TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3064A-7TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3064L-8PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3064L-8PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3064L-8TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3064L-8TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3090A-6PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3090A-6PG175C	Field programmable gate array. in 175-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3090A-6PP175C	Field programmable gate array. in 175-pin Plastic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3090A-6PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3090A-6PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3090A-6TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3090A-6TQ176C	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3090A-7PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3090A-7PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3090A-7PG175C	Field programmable gate array. in 175-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3090A-7PG175I	Field programmable gate array. in 175-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3090A-7PP175C	Field programmable gate array. in 175-pin Plastic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3090A-7PP175I	Field programmable gate array. in 175-pin Plastic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3090A-7PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3090A-7PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3090A-7PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3090A-7PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3090A-7TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3090A-7TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3090A-7TQ176C	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3090A-7TQ176I	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3090L-8PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3090L-8PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3090L-8TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3090L-8TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3090L-8TQ176C	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3090L-8TQ176I	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3120A-09PC68C	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3120A-09PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3120A-09PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3120A-1PC68C	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3120A-1PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3120A-1PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3120A-2PC68C	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3120A-2PC68I	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3120A-2PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3120A-2PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3120A-2PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3120A-2PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3120A-3PC68C	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3120A-3PC68I	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3120A-3PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3120A-3PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3120A-3PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3120A-3PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3120A-4PC68C	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3120A-4PC68I	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3120A-4PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3120A-4PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3120A-4PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3120A-4PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3130A-09PC44C	Field programmable gate array. in 44-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-09PC68C	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-09PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-09PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-09VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-09VQ64C	Field programmable gate array. in 64-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-1PC44C	Field programmable gate array. in 44-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-1PC68C	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-1PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-1PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-1VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-1VQ64C	Field programmable gate array. in 64-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-2PC44C	Field programmable gate array. in 44-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-2PC44I	Field programmable gate array. in 44-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3130A-2PC68C	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-2PC68I	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3130A-2PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-2PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3130A-2PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-2PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3130A-2VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-2VQ100I	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3130A-2VQ64C	Field programmable gate array. in 64-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-2VQ64I	Field programmable gate array. in 64-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3130A-3PC44C	Field programmable gate array. in 44-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-3PC44I	Field programmable gate array. in 44-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3130A-3PC68C	Field programmable gate array. in 68-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-3PC68I	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3130A-3PC84C	Field programmable gate array. in 84-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-3PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3130A-3PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-3PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3130A-3VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-3VQ100I	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3130A-3VQ64C	Field programmable gate array. in 64-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-3VQ64I	Field programmable gate array. in 64-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3130A-4PC44C	Field programmable gate array. in 44-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-4PC44I	Field programmable gate array. in 44-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3130A-4PC68C	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-4PC68I	Field programmable gate array. in 68-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3130A-4PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-4PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3130A-4PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-4PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3130A-4VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-4VQ100I	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3130A-4VQ64C	Field programmable gate array. in 64-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3130A-4VQ64I	Field programmable gate array. in 64-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3142A-09PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142A-09PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142A-09TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142A-09VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142A-1PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142A-1PQ100C	Field programmable gate array. in 100-pin PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142A-1TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142A-1VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142A-2PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142A-2PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3142A-2PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142A-2PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3142A-2TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142A-2TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3142A-2VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142A-2VQ100I	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3142A-3PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142A-3PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3142A-3PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142A-3PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3142A-3TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142A-3TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3142A-3VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142A-3VQ100I	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3142A-4PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142A-4PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3142A-4PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142A-4PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3142A-4TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142A-4TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3142A-4VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142A-4VQ100I	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3142L-2PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142L-2TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142L-2VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142L-3PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142L-3TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3142L-3VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3164A-09PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3164A-09PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3164A-09TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3164A-1PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3164A-1PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3164A-1TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3164A-2PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3164A-2PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3164A-2PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3164A-2PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3164A-2TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3164A-2TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3164A-3PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3164A-3PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3164A-3PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3164A-3PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3164A-3TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3164A-3TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3164A-4PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3164A-4PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3164A-4PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3164A-4PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3164A-4TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3164A-4TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-09PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-09PG175C	Field programmable gate array. in 175-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-09PP175C	Field programmable gate array. in 175-pin Plastic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-09PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-09PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-09TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-09TQ176C	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-1PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-1PG175C	Field programmable gate array. in 175-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-1PP175C	Field programmable gate array. in 175-pin Plastic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-1PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-1PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-1TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-1TQ176C	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-2PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-2PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-2PG175C	Field programmable gate array. in 175-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-2PG175I	Field programmable gate array. in 175-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-2PP175C	Field programmable gate array. in 175-pin Plastic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-2PP175I	Field programmable gate array. in 175-pin Plastic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-2PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-2PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-2PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-2PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-2TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-2TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-2TQ176C	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-2TQ176I	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-3PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-3PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-3PG175C	Field programmable gate array. in 175-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-3PG175I	Field programmable gate array. in 175-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-3PP175C	Field programmable gate array. in 175-pin Plastic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-3PP175I	Field programmable gate array. in 175-pin Plastic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-3PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-3PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-3PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-3PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-3TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-3TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-3TQ176C	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-3TQ176I	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-4PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-4PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-4PG175C	Field programmable gate array. in 175-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-4PG175I	Field programmable gate array. in 175-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-4PP175C	Field programmable gate array. in 175-pin Plastic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-4PP175I	Field programmable gate array. in 175-pin Plastic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-4PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-4PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-4PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-4PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-4TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-4TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190A-4TQ176C	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190A-4TQ176I	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3190L-2PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190L-2TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190L-2TQ176C	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190L-3PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190L-3TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3190L-3TQ176C	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-09PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-09PG175C	Field programmable gate array. in 175-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-09PP175C	Field programmable gate array. in 175-pin Plastic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-09PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-09PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-1PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-1PG175C	Field programmable gate array. in 175-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-1PP175C	Field programmable gate array. in 175-pin Plastic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-1PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-1PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-2PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-2PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3195A-2PG175C	Field programmable gate array. in 175-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-2PG175I	Field programmable gate array. in 175-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3195A-2PP175C	Field programmable gate array. in 175-pin Plastic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-2PP175I	Field programmable gate array. in 175-pin Plastic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3195A-2PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-2PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3195A-2PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-2PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3195A-3PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-3PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3195A-3PG175C	Field programmable gate array. in 175-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-3PG175I	Field programmable gate array. in 175-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3195A-3PP175C	Field programmable gate array. in 175-pin Plastic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-3PP175I	Field programmable gate array. in 175-pin Plastic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3195A-3PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-3PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3195A-3PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-3PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3195A-4PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-4PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3195A-4PG175C	Field programmable gate array. in 175-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-4PG175I	Field programmable gate array. in 175-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3195A-4PP175C	Field programmable gate array. in 175-pin Plastic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-4PP175I	Field programmable gate array. in 175-pin Plastic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3195A-4PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-4PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC3195A-4PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC3195A-4PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
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*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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