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XC4002XL-09PC84 series datasheets. Manufacturer: XILIX.
	
   	XC4002XL-09PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4002XL-09PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4002XL-09VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4002XL-1PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4002XL-1PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4002XL-1PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4002XL-1PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4002XL-1VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4002XL-1VQ100I	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4002XL-2PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4002XL-2PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4002XL-2PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4002XL-2PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4002XL-2VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4002XL-2VQ100I	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4002XL-3PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4002XL-3PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4002XL-3PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4002XL-3PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4002XL-3VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4002XL-3VQ100I	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4003E-1PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4003E-1PG120C	Field programmable gate array. in 120-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4003E-1PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4003E-1VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4003E-2PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4003E-2PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4003E-2PG120C	Field programmable gate array. in 120-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4003E-2PG120I	Field programmable gate array. in 120-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4003E-2PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4003E-2PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4003E-2VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4003E-2VQ100I	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4003E-3PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4003E-3PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4003E-3PG120C	Field programmable gate array. in 120-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4003E-3PG120I	Field programmable gate array. in 120-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4003E-3PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4003E-3PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4003E-3VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4003E-3VQ100I	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4003E-4PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4003E-4PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4003E-4PG120C	Field programmable gate array. in 120-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4003E-4PG120I	Field programmable gate array. in 120-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4003E-4PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4003E-4PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4003E-4VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4003E-4VQ100I	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005E-1PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-1PG156C	Field programmable gate array. in 156-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-1PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-1PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-1PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-1TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-2PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-2PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005E-2PG156C	Field programmable gate array. in 156-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-2PG156I	Field programmable gate array. in 156-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005E-2PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-2PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005E-2PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-2PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005E-2PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-2PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005E-2TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-2TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005E-3PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-3PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005E-3PG156C	Field programmable gate array. in 156-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-3PG156I	Field programmable gate array. in 156-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005E-3PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-3PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005E-3PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-3PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005E-3PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-3PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005E-3TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-3TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005E-4PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-4PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005E-4PG156C	Field programmable gate array. in 156-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-4PG156I	Field programmable gate array. in 156-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005E-4PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-4PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005E-4PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-4PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005E-4PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-4PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005E-4TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005E-4TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005E23PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005XL-09PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-09PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-09PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-09PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-09TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-09VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-1PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-1PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005XL-1PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-1PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005XL-1PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-1PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005XL-1PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-1PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005XL-1TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-1TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005XL-1VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-1VQ100I	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005XL-2PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-2PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005XL-2PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-2PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005XL-2PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-2PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005XL-2PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-2PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005XL-2TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-2TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005XL-2VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-2VQ100I	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005XL-3PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-3PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005XL-3PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-3PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005XL-3PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-3PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005XL-3PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-3PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005XL-3TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-3TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4005XL-3VQ100C	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4005XL-3VQ100I	Field programmable gate array. in 100-pin Plastic VQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4006E-1PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4006E-1PG156C	Field programmable gate array. in 156-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4006E-1PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4006E-1PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4006E-1TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4006E-2PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4006E-2PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4006E-2PG156C	Field programmable gate array. in 156-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4006E-2PG156I	Field programmable gate array. in 156-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4006E-2PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4006E-2PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4006E-2PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4006E-2PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4006E-2TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4006E-2TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4006E-3PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4006E-3PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4006E-3PG156C	Field programmable gate array. in 156-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4006E-3PG156I	Field programmable gate array. in 156-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4006E-3PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4006E-3PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4006E-3PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4006E-3PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4006E-3TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4006E-3TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4006E-4PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4006E-4PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4006E-4PG156C	Field programmable gate array. in 156-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4006E-4PG156I	Field programmable gate array. in 156-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4006E-4PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4006E-4PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4006E-4PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4006E-4PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4006E-4TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4006E-4TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4008E-1PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4008E-1PG191C	Field programmable gate array. in 191-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4008E-1PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4008E-1PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4008E-2PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4008E-2PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4008E-2PG191C	Field programmable gate array. in 191-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4008E-2PG191I	Field programmable gate array. in 191-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4008E-2PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4008E-2PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4008E-2PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4008E-2PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4008E-3PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4008E-3PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4008E-3PG191C	Field programmable gate array. in 191-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4008E-3PG191I	Field programmable gate array. in 191-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4008E-3PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4008E-3PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4008E-3PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4008E-3PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4008E-4PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4008E-4PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4008E-4PG191C	Field programmable gate array. in 191-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4008E-4PG191I	Field programmable gate array. in 191-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4008E-4PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4008E-4PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4008E-4PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4008E-4PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010E-1BG225C	Field programmable gate array. in 225-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-1HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-1PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-1PG191C	Field programmable gate array. in 191-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-1PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-1PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-2BG225C	Field programmable gate array. in 225-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-2BG225I	Field programmable gate array. in 225-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010E-2HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-2HQ208I	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010E-2PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-2PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010E-2PG191C	Field programmable gate array. in 191-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-2PG191I	Field programmable gate array. in 191-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010E-2PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-2PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010E-2PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-2PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010E-3BG225C	Field programmable gate array. in 225-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-3BG225I	Field programmable gate array. in 225-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010E-3HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-3HQ208I	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010E-3PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-3PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010E-3PG191C	Field programmable gate array. in 191-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-3PG191I	Field programmable gate array. in 191-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010E-3PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-3PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010E-3PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-3PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010E-4BG225C	Field programmable gate array. in 225-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-4BG225I	Field programmable gate array. in 225-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010E-4HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-4HQ208I	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010E-4PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-4PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010E-4PG191C	Field programmable gate array. in 191-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-4PG191I	Field programmable gate array. in 191-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010E-4PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-4PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010E-4PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010E-4PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-09BG256C	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-09PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-09PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-09PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-09PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-09TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-09TQ176C	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-1BG256C	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-1BG256I	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-1PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-1PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-1PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-1PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-1PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-1PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-1PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-1PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-1TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-1TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-1TQ176C	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-1TQ176I	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-2BG256C	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-2BG256I	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-2PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-2PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-2PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-2PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-2PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-2PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-2PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-2PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-2TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-2TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-2TQ176C	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-2TQ176I	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-3BG256C	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-3BG256I	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-3PC84C	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-3PC84I	Field programmable gate array. in 84-pin Plastic PLCC package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-3PQ100C	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-3PQ100I	Field programmable gate array. in 100-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-3PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-3PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-3PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-3PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-3TQ144C	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-3TQ144I	Field programmable gate array. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4010XL-3TQ176C	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4010XL-3TQ176I	Field programmable gate array. in 176-pin Plastic TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-1HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-1HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-1PG223C	Field programmable gate array. in 223-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-1PG225C	Field programmable gate array. in 225-pin Plastic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-1PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-1PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-1PQ240C	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-2HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-2HQ208I	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-2HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-2HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-2PG223C	Field programmable gate array. in 223-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-2PG223I	Field programmable gate array. in 223-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-2PG225C	Field programmable gate array. in 225-pin Plastic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-2PG225I	Field programmable gate array. in 225-pin Plastic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-2PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-2PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-2PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-2PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-2PQ240C	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-2PQ240I	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-3HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-3HQ208I	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-3HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-3HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-3PG223C	Field programmable gate array. in 223-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-3PG223I	Field programmable gate array. in 223-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-3PG225C	Field programmable gate array. in 225-pin Plastic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-3PG225I	Field programmable gate array. in 225-pin Plastic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-3PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-3PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-3PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-3PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-3PQ240C	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-3PQ240I	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-4HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-4HQ208I	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-4HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-4HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-4PG223C	Field programmable gate array. in 223-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-4PG223I	Field programmable gate array. in 223-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-4PG225C	Field programmable gate array. in 225-pin Plastic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-4PG225I	Field programmable gate array. in 225-pin Plastic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-4PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-4PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-4PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-4PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013E-4PQ240C	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013E-4PQ240I	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013XL-08BG256C	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-08HT144C	Field programmable gate array. in 144-pin High-perf TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-08HT176C	Field programmable gate array. in 176-pin High-perf TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-08PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-08PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-08PQ240C	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-09BG256C	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-09HT144C	Field programmable gate array. in 144-pin High-perf TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-09HT176C	Field programmable gate array. in 176-pin High-perf TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-09PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-09PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-09PQ240C	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-1BG256C	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-1BG256I	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013XL-1HT144C	Field programmable gate array. in 144-pin High-perf TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-1HT144I	Field programmable gate array. in 144-pin High-perf TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013XL-1HT176C	Field programmable gate array. in 176-pin High-perf TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-1HT176I	Field programmable gate array. in 176-pin High-perf TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013XL-1PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-1PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013XL-1PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-1PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013XL-1PQ240C	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-1PQ240I	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013XL-2BG256C	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-2BG256I	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013XL-2HT144C	Field programmable gate array. in 144-pin High-perf TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-2HT144I	Field programmable gate array. in 144-pin High-perf TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013XL-2HT176C	Field programmable gate array. in 176-pin High-perf TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-2HT176I	Field programmable gate array. in 176-pin High-perf TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013XL-2PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-2PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013XL-2PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-2PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013XL-2PQ240C	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-2PQ240I	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013XL-3BG256C	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-3BG256I	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013XL-3HT144C	Field programmable gate array. in 144-pin High-perf TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-3HT144I	Field programmable gate array. in 144-pin High-perf TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013XL-3HT176C	Field programmable gate array. in 176-pin High-perf TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-3HT176I	Field programmable gate array. in 176-pin High-perf TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013XL-3PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-3PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013XL-3PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-3PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4013XL-3PQ240C	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4013XL-3PQ240I	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020E-1HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020E-1HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020E-1PG223C	Field programmable gate array. in 223-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020E-2HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020E-2HQ208I	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020E-2HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020E-2HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020E-2PG223C	Field programmable gate array. in 223-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020E-2PG223I	Field programmable gate array. in 223-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020E-3HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020E-3HQ208I	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020E-3HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020E-3HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020E-3PG223C	Field programmable gate array. in 223-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020E-3PG223I	Field programmable gate array. in 223-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020E-4HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020E-4HQ208I	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020E-4HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020E-4HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020E-4PG223C	Field programmable gate array. in 223-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020E-4PG223I	Field programmable gate array. in 223-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020XL-09BG256C	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-09HT144C	Field programmable gate array. in 144-pin High-perf TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-09HT176C	Field programmable gate array. in 176-pin High-perf TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-09PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-09PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-09PQ240C	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-1BG256C	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-1BG256I	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020XL-1HT144C	Field programmable gate array. in 144-pin High-perf TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-1HT144I	Field programmable gate array. in 144-pin High-perf TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020XL-1HT176C	Field programmable gate array. in 176-pin High-perf TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-1HT176I	Field programmable gate array. in 176-pin High-perf TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020XL-1PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-1PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020XL-1PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-1PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020XL-1PQ240C	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-1PQ240I	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020XL-2BG256C	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-2BG256I	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020XL-2HT144C	Field programmable gate array. in 144-pin High-perf TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-2HT144I	Field programmable gate array. in 144-pin High-perf TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020XL-2HT176C	Field programmable gate array. in 176-pin High-perf TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-2HT176I	Field programmable gate array. in 176-pin High-perf TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020XL-2PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-2PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020XL-2PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-2PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020XL-2PQ240C	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-2PQ240I	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020XL-3BG256C	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-3BG256I	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020XL-3HT144C	Field programmable gate array. in 144-pin High-perf TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-3HT144I	Field programmable gate array. in 144-pin High-perf TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020XL-3HT176C	Field programmable gate array. in 176-pin High-perf TQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-3HT176I	Field programmable gate array. in 176-pin High-perf TQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020XL-3PQ160C	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-3PQ160I	Field programmable gate array. in 160-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020XL-3PQ208C	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-3PQ208I	Field programmable gate array. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4020XL-3PQ240C	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4020XL-3PQ240I	Field programmable gate array. in 240-pin Plastic PQFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4025E-2HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4025E-2HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4025E-2HQ304C	Field programmable gate array. in 304-pin High-perf QF package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4025E-2HQ304I	Field programmable gate array. in 304-pin High-perf QF package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4025E-2PG223C	Field programmable gate array. in 223-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4025E-2PG223I	Field programmable gate array. in 223-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4025E-2PG229C	Field programmable gate array. in 229-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4025E-2PG229I	Field programmable gate array. in 229-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4025E-3HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4025E-3HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4025E-3HQ304C	Field programmable gate array. in 304-pin High-perf QF package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4025E-3HQ304I	Field programmable gate array. in 304-pin High-perf QF package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4025E-3PG223C	Field programmable gate array. in 223-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4025E-3PG223I	Field programmable gate array. in 223-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4025E-3PG229C	Field programmable gate array. in 229-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4025E-3PG229I	Field programmable gate array. in 229-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4025E-4HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4025E-4HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4025E-4HQ304C	Field programmable gate array. in 304-pin High-perf QF package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4025E-4HQ304I	Field programmable gate array. in 304-pin High-perf QF package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4025E-4PG223C	Field programmable gate array. in 223-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4025E-4PG223I	Field programmable gate array. in 223-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4025E-4PG229C	Field programmable gate array. in 229-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4025E-4PG229I	Field programmable gate array. in 229-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028EX-2BG352C	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028EX-2HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028EX-2HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028EX-2HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028EX-2PG299C	Field programmable gate array. in 299-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028EX-3BG352C	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028EX-3BG352I	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028EX-3HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028EX-3HQ208I	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028EX-3HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028EX-3HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028EX-3HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028EX-3HQ304I	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028EX-3PG299C	Field programmable gate array. in 299-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028EX-3PG299I	Field programmable gate array. in 299-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028EX-4BG352C	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028EX-4BG352I	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028EX-4HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028EX-4HQ208I	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028EX-4HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028EX-4HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028EX-4HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028EX-4HQ304I	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028EX-4PG299C	Field programmable gate array. in 299-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028EX-4PG299I	Field programmable gate array. in 299-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-09BG256C	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-09BG352C	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-09HQ160C	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-09HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-09HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-09HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-09PG299C	Field programmable gate array. in 299-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-1BG256C	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-1BG256I	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-1BG352C	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-1BG352I	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-1HQ160C	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-1HQ160I	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-1HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-1HQ208I	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-1HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-1HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-1HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-1HQ304I	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-1PG299C	Field programmable gate array. in 299-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-1PG299I	Field programmable gate array. in 299-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-2BG256C	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-2BG256I	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-2BG352C	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-2BG352I	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-2HQ160C	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-2HQ160I	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-2HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-2HQ208I	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-2HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-2HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-2HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-2HQ304I	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-2PG299C	Field programmable gate array. in 299-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-2PG299I	Field programmable gate array. in 299-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-3BG256C	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-3BG256I	Field programmable gate array. in 256-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-3BG352C	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-3BG352I	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-3HQ160C	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-3HQ160I	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-3HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-3HQ208I	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-3HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-3HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-3HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-3HQ304I	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4028XL-3PG299C	Field programmable gate array. in 299-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4028XL-3PG299I	Field programmable gate array. in 299-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036EX-2BG352C	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036EX-2BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036EX-2HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036EX-2HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036EX-2PG411C	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036EX-3BG352C	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036EX-3BG352I	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036EX-3BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036EX-3BG432I	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036EX-3HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036EX-3HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036EX-3HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036EX-3HQ304I	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036EX-3PG411C	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036EX-3PG411I	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036EX-4BG352C	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036EX-4BG352I	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036EX-4BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036EX-4BG432I	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036EX-4HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036EX-4HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036EX-4HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036EX-4HQ304I	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036EX-4PG411C	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036EX-4PG411I	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-08BG352C	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-08BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-08HQ160C	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-08HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-08HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-08HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-08PG411C	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-09BG352C	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-09BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-09HQ160C	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-09HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-09HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-09HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-09PG411C	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-1BG352C	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-1BG352I	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-1BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-1BG432I	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-1HQ160C	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-1HQ160I	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-1HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-1HQ208I	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-1HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-1HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-1HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-1HQ304I	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-1PG411C	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-1PG411I	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-2BG352C	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-2BG352I	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-2BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-2BG432I	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-2HQ160C	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-2HQ160I	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-2HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-2HQ208I	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-2HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-2HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-2HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-2HQ304I	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-2PG411C	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-2PG411I	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-3BG352C	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-3BG352I	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-3BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-3BG432I	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-3HQ160C	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-3HQ160I	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-3HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-3HQ208I	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-3HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-3HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-3HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-3HQ304I	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4036XL-3PG411C	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4036XL-3PG411I	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-09BG352C	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-09BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-09HQ160C	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-09HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-09HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-09HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-09PG411C	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-1BG352C	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-1BG352I	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-1BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-1BG432I	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-1HQ160C	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-1HQ160I	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-1HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-1HQ208I	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-1HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-1HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-1HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-1HQ304I	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-1PG411C	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-1PG411I	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-2BG352C	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-2BG352I	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-2BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-2BG432I	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-2HQ160C	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-2HQ160I	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-2HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-2HQ208I	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-2HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-2HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-2HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-2HQ304I	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-2PG411C	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-2PG411I	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-3BG352C	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-3BG352I	Field programmable gate array. in 352-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-3BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-3BG432I	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-3HQ160C	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-3HQ160I	Field programmable gate array. in 160-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-3HQ208C	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-3HQ208I	Field programmable gate array. in 208-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-3HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-3HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-3HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-3HQ304I	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4044XL-3PG411C	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4044XL-3PG411I	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4052XL-09BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4052XL-09BG560C	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4052XL-09HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4052XL-09HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4052XL-09PG411C	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4052XL-1BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4052XL-1BG432I	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4052XL-1BG560C	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4052XL-1BG560I	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4052XL-1HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4052XL-1HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4052XL-1HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4052XL-1HQ304I	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4052XL-1PG411C	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4052XL-1PG411I	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4052XL-2BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4052XL-2BG432I	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4052XL-2BG560C	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4052XL-2BG560I	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4052XL-2HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4052XL-2HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4052XL-2HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4052XL-2HQ304I	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4052XL-2PG411C	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4052XL-2PG411I	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4052XL-3BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4052XL-3BG432I	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4052XL-3BG560C	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4052XL-3BG560I	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4052XL-3HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4052XL-3HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4052XL-3HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4052XL-3HQ304I	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4052XL-3PG411C	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4052XL-3PG411I	Field programmable gate array. in 411-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4052XL2HQ304I	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4062XL-08BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-08BG475C	Field programmable gate array. in 475-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-08BG560C	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-08HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-08HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-09BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-09BG475C	Field programmable gate array. in 475-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-09BG560C	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-09HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-09HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-1BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-1BG432I	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4062XL-1BG475C	Field programmable gate array. in 475-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-1BG475I	Field programmable gate array. in 475-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4062XL-1BG560C	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-1BG560I	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4062XL-1HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-1HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4062XL-1HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-1HQ304I	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4062XL-2BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-2BG432I	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4062XL-2BG475C	Field programmable gate array. in 475-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-2BG475I	Field programmable gate array. in 475-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4062XL-2BG560C	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-2BG560I	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4062XL-2HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-2HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4062XL-2HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-2HQ304I	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4062XL-3BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-3BG432I	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4062XL-3BG475C	Field programmable gate array. in 475-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-3BG475I	Field programmable gate array. in 475-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4062XL-3BG560C	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-3BG560I	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4062XL-3HQ240C	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-3HQ240I	Field programmable gate array. in 240-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4062XL-3HQ304C	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4062XL-3HQ304I	Field programmable gate array. in 304-pin High-perf QFP package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4085XL-09BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4085XL-09BG560C	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4085XL-09PG559C	Field programmable gate array. in 559-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4085XL-1BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4085XL-1BG432I	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4085XL-1BG560C	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4085XL-1BG560I	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4085XL-1PG559C	Field programmable gate array. in 559-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4085XL-1PG559I	Field programmable gate array. in 559-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4085XL-2BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4085XL-2BG432I	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4085XL-2BG560C	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4085XL-2BG560I	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4085XL-2PG559C	Field programmable gate array. in 559-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4085XL-2PG559I	Field programmable gate array. in 559-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4085XL-3BG432C	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4085XL-3BG432I	Field programmable gate array. in 432-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4085XL-3BG560C	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4085XL-3BG560I	Field programmable gate array. in 560-pin Plastic BGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
	XC4085XL-3PG559C	Field programmable gate array. in 559-pin Ceramic PGA package. Operational temperature range from 0°C to 85°C.	Datasheet*)
	XC4085XL-3PG559I	Field programmable gate array. in 559-pin Ceramic PGA package. Operational temperature range from -40°C to 100°C.	Datasheet*)
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