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XCR3256 series datasheets. Manufacturer: XILIX.
	
   	XCR3256XL-10CS280C	256 macrocell CPLD. Speed 10ns pin-to-pin delay. Vcc = 3.0V to 3.6V. in 280-pin Plastic BGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XCR3256XL-10CS280I	256 macrocell CPLD. Speed 10ns pin-to-pin delay. Vcc = 2.7V to 3.6V. in 280-pin Plastic BGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XCR3256XL-10FT256C	256 macrocell CPLD. Speed 10ns pin-to-pin delay. Vcc = 3.0V to 3.6V. in 256-pin Plastic FBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XCR3256XL-10FT256I	256 macrocell CPLD. Speed 10ns pin-to-pin delay. Vcc = 2.7V to 3.6V. in 256-pin Plastic FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XCR3256XL-10PQ208C	256 macrocell CPLD. Speed 10ns pin-to-pin delay. Vcc = 3.0V to 3.6V. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XCR3256XL-10PQ208I	256 macrocell CPLD. Speed 10ns pin-to-pin delay. Vcc = 2.7V to 3.6V. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XCR3256XL-10TQ144C	256 macrocell CPLD. Speed 10ns pin-to-pin delay. Vcc = 3.0V to 3.6V. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XCR3256XL-10TQ144I	256 macrocell CPLD. Speed 10ns pin-to-pin delay. Vcc = 2.7V to 3.6V. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XCR3256XL-12CS280C	256 macrocell CPLD. Speed 12ns pin-to-pin delay. Vcc = 3.0V to 3.6V. in 280-pin Plastic BGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XCR3256XL-12CS280I	256 macrocell CPLD. Speed 12ns pin-to-pin delay. Vcc = 2.7V to 3.6V. in 280-pin Plastic BGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XCR3256XL-12FT256C	256 macrocell CPLD. Speed 12ns pin-to-pin delay. Vcc = 3.0V to 3.6V. in 256-pin Plastic FBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XCR3256XL-12FT256I	256 macrocell CPLD. Speed 12ns pin-to-pin delay. Vcc = 2.7V to 3.6V. in 256-pin Plastic FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XCR3256XL-12PQ208C	256 macrocell CPLD. Speed 12ns pin-to-pin delay. Vcc = 3.0V to 3.6V. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XCR3256XL-12PQ208I	256 macrocell CPLD. Speed 12ns pin-to-pin delay. Vcc = 2.7V to 3.6V. in 208-pin Plastic PQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XCR3256XL-12TQ144C	256 macrocell CPLD. Speed 12ns pin-to-pin delay. Vcc = 3.0V to 3.6V. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XCR3256XL-12TQ144I	256 macrocell CPLD. Speed 12ns pin-to-pin delay. Vcc = 2.7V to 3.6V. in 144-pin Plastic TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	XCR3256XL-7CS280C	256 macrocell CPLD. Speed 7.5ns pin-to-pin delay. Vcc = 3.0V to 3.6V. in 280-pin Plastic BGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XCR3256XL-7FT256C	256 macrocell CPLD. Speed 7.5ns pin-to-pin delay. Vcc = 3.0V to 3.6V. in 256-pin Plastic FBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XCR3256XL-7PQ208C	256 macrocell CPLD. Speed 7.5ns pin-to-pin delay. Vcc = 3.0V to 3.6V. in 208-pin Plastic PQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XCR3256XL-7TQ144C	256 macrocell CPLD. Speed 7.5ns pin-to-pin delay. Vcc = 3.0V to 3.6V. in 144-pin Plastic TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	XCR3256XL	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-10PQ144C	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-10PQ144I	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-10PQ256C	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-10PQ256I	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-10PQ280C	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-10PQ280I	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-12PQ144C	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-12PQ144I	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-12PQ256C	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-12PQ256I	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-12PQ280C	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-12PQ280I	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-7PQ144C	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-7PQ144I	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-7PQ208I	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-7PQ256C	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-7PQ256I	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-7PQ280C	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-7PQ280I	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-7CS280I	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-7FT256I	256 Macrocell CPLD	Datasheet*)
	XCR3256XL-7TQ144I	256 Macrocell CPLD	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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