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WMA-1005A1 series datasheets. Manufacturer: YCL.
	WMA-1005A1	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005A2	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005A3	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005A4	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005A5	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005A6	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005B1	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005B2	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005B3	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005B4	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005B5	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005B6	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005C1	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005C2	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005C3	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005C4	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005C5	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005C6	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005D1	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005D2	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005D3	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005D4	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005D5	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005D6	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005E1	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005E2	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005E3	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005E4	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005E5	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005E6	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005F1	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005F2	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005F3	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005F4	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005F5	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005F6	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005G1	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005G2	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005G3	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005G4	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005G5	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005G6	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005H1	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005H2	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005H3	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005H4	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005H5	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1005H6	10W single output wallmount adapter. Output voltage 3.3V. Output current 0mA (min), 3000mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201A1	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201A2	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201A3	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201A4	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201A5	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201A6	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201B1	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201B2	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201B3	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201B4	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201B5	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201B6	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201C1	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201C2	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201C3	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201C4	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201C5	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201C6	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201D1	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201D2	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201D3	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201D4	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201D5	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201D6	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201E1	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201E2	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201E3	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201E4	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201E5	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201E6	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201F1	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201F2	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201F3	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201F4	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201F5	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201F6	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201G1	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201G2	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201G3	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201G4	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201G5	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201G6	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201H1	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201H2	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201H3	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201H4	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201H5	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)
	WMA-1201H6	12.5W single output wallmount adapter. Output voltage 5V. Output current 0mA (min), 2500mA (max). Operational temperature range from 0°C to 40°C.	Datasheet*)

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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