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Z8036 series datasheets. Manufacturer: ZILOG.
	
   	Z8036ACE	Z-CIO and CIO counter/timer And parallel I/O unit, 6 MHz in 40-pin CERAMIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8036ACM	Z-CIO and CIO counter/timer And parallel I/O unit, 6 MHz in 40-pin CERAMIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	Z8036ACMB	Z-CIO and CIO counter/timer And parallel I/O unit, 6 MHz in 40-pin CERAMIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	Z8036ACS	Z-CIO and CIO counter/timer And parallel I/O unit, 6 MHz in 40-pin CERAMIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8036ADE	Z-CIO and CIO counter/timer And parallel I/O unit, 6 MHz in 40-pin CERDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8036ADS	Z-CIO and CIO counter/timer And parallel I/O unit, 6 MHz in 40-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8036APE	Z-CIO and CIO counter/timer And parallel I/O unit, 6 MHz in 40-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8036APS	Z-CIO and CIO counter/timer And parallel I/O unit, 6 MHz in 40-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8036CE	Z-CIO and CIO counter/timer And parallel I/O unit, 4 MHz in 40-pin CERAMIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8036CM	Z-CIO and CIO counter/timer And parallel I/O unit, 6 MHz in 40-pin CERAMIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	Z8036CMB	Z-CIO and CIO counter/timer And parallel I/O unit, 6 MHz in 40-pin CERAMIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	Z8036CS	Z-CIO and CIO counter/timer And parallel I/O unit, 4 MHz in 40-pin CERAMIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8036DE	Z-CIO and CIO counter/timer And parallel I/O unit, 4 MHz in 40-pin CERDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8036DS	Z-CIO and CIO counter/timer And parallel I/O unit, 4 MHz in 40-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8036PE	Z-CIO and CIO counter/timer And parallel I/O unit, 4 MHz in 40-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8036PS	Z-CIO and CIO counter/timer And parallel I/O unit, 4 MHz in 40-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8536ACE	Z-CIO and CIO counter/timer And parallel I/O unit, 6MHz in 40-pin CERAMIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8536ACM	Z-CIO and CIO counter/timer And parallel I/O unit, 6MHz in 40-pin CERAMIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	Z8536ACMB	Z-CIO and CIO counter/timer And parallel I/O unit, 6MHz in 40-pin CERAMIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	Z8536ACS	Z-CIO and CIO counter/timer And parallel I/O unit, 6MHz in 40-pin CERAMIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8536ADE	Z-CIO and CIO counter/timer And parallel I/O unit, 6MHz in 40-pin CERDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8536ADS	Z-CIO and CIO counter/timer And parallel I/O unit, 6MHz in 40-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8536APE	Z-CIO and CIO counter/timer And parallel I/O unit, 6MHz in 40-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8536APS	Z-CIO and CIO counter/timer And parallel I/O unit, 6MHz in 40-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8536CE	Z-CIO and CIO counter/timer And parallel I/O unit, 4MHz in 40-pin CERAMIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8536CM	Z-CIO and CIO counter/timer And parallel I/O unit, 4MHz in 40-pin CERAMIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	Z8536CMB	Z-CIO and CIO counter/timer And parallel I/O unit, 4MHz in 40-pin CERAMIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	Z8536CS	Z-CIO and CIO counter/timer And parallel I/O unit, 4MHz in 40-pin CERAMIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8536DE	Z-CIO and CIO counter/timer And parallel I/O unit, 4MHz in 40-pin CERDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8536DS	Z-CIO and CIO counter/timer And parallel I/O unit, 4MHz in 40-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8536PE	Z-CIO and CIO counter/timer And parallel I/O unit, 4MHz in 40-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Z8536PS	Z-CIO and CIO counter/timer And parallel I/O unit, 4MHz in 40-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z8036	Z-CIO AND CIO COUNTER/TIMER AND PARALLEL I/O UNIT	Datasheet*)
	Z8536	Z-CIO AND CIO COUNTER/TIMER AND PARALLEL I/O UNIT	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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