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Z86E3016 series datasheets. Manufacturer: ZILOG.
	
   	Z86E3016KEE	Z8 OTP microcontroller. 16 MHz, 4 Kbytes ROM, 237 bytes RAM, 24 I/O, 4.5V to 5.5V in 40-pin Cerdip Window Lid package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	Z86E3016KSE	Z8 OTP microcontroller. 16 MHz, 4 Kbytes ROM, 237 bytes RAM, 24 I/O, 3.5V to 5.5V in 40-pin Cerdip Window Lid package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z86E3016PEC	Z8 OTP microcontroller. 16 MHz, 4 Kbytes ROM, 237 bytes RAM, 24 I/O, 4.5V to 5.5V in 28-pin DIP package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	Z86E3016PSC	Z8 OTP microcontroller. 16 MHz, 4 Kbytes ROM, 237 bytes RAM, 24 I/O, 3.5V to 5.5V in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z86E3016SEC	Z8 OTP microcontroller. 16 MHz, 4 Kbytes ROM, 237 bytes RAM, 24 I/O, 4.5V to 5.5V in 28-pin SOIC package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	Z86E3016SSC	Z8 OTP microcontroller. 16 MHz, 4 Kbytes ROM, 237 bytes RAM, 24 I/O, 3.5V to 5.5V in 28-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z86E3016VEC	Z8 OTP microcontroller. 16 MHz, 4 Kbytes ROM, 237 bytes RAM, 24 I/O, 4.5V to 5.5V in 28-pin PLCC package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	Z86E3016VSC	Z8 OTP microcontroller. 16 MHz, 4 Kbytes ROM, 237 bytes RAM, 24 I/O, 3.5V to 5.5V in 28-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z86E3116KEE	Z8 OTP microcontroller. 16 MHz, 2 Kbytes ROM, 125 bytes RAM, 24 I/O, 4.5V to 5.5V in 28-pin Cerdip Window Lid package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	Z86E3116KSE	Z8 OTP microcontroller. 16 MHz, 2 Kbytes ROM, 125 bytes RAM, 24 I/O, 3.5V to 5.5V in 28-pin Cerdip Window Lid package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z86E3116PEC	Z8 OTP microcontroller. 16 MHz, 2 Kbytes ROM, 125 bytes RAM, 24 I/O, 4.5V to 5.5V in 28-pin DIP package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	Z86E3116PSC	Z8 OTP microcontroller. 16 MHz, 2 Kbytes ROM, 125 bytes RAM, 24 I/O, 3.5V to 5.5V in 28-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z86E3116SEC	Z8 OTP microcontroller. 16 MHz, 2 Kbytes ROM, 125 bytes RAM, 24 I/O, 4.5V to 5.5V in 28-pin SOIC package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	Z86E3116SSC	Z8 OTP microcontroller. 16 MHz, 2 Kbytes ROM, 125 bytes RAM, 24 I/O, 3.5V to 5.5V in 28-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z86E3116VEC	Z8 OTP microcontroller. 16 MHz, 2 Kbytes ROM, 125 bytes RAM, 24 I/O, 4.5V to 5.5V in 28-pin PLCC package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	Z86E3116VSC	Z8 OTP microcontroller. 16 MHz, 2 Kbytes ROM, 125 bytes RAM, 24 I/O, 3.5V to 5.5V in 28-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z86E4016FEC	Z8 OTP microcontroller. 16 MHz, 4 Kbytes ROM, 236 bytes RAM, 32 I/O, 4.5V to 5.5V in 44-pin QFP package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	Z86E4016FSC	Z8 OTP microcontroller. 16 MHz, 4 Kbytes ROM, 236 bytes RAM, 32 I/O, 3.5V to 5.5V in 44-pin QFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z86E4016KEE	Z8 OTP microcontroller. 16 MHz, 4 Kbytes ROM, 236 bytes RAM, 32 I/O, 4.5V to 5.5V in 40-pin Cerdip Window Lid package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	Z86E4016KSE	Z8 OTP microcontroller. 16 MHz, 4 Kbytes ROM, 236 bytes RAM, 32 I/O, 3.5V to 5.5V in 40-pin Cerdip Window Lid package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z86E4016PEC	Z8 OTP microcontroller. 16 MHz, 4 Kbytes ROM, 236 bytes RAM, 32 I/O, 4.5V to 5.5V in 40-pin DIP package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	Z86E4016PSC	Z8 OTP microcontroller. 16 MHz, 4 Kbytes ROM, 236 bytes RAM, 32 I/O, 3.5V to 5.5V in 40-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z86E4016VEC	Z8 OTP microcontroller. 16 MHz, 4 Kbytes ROM, 236 bytes RAM, 32 I/O, 4.5V to 5.5V in 44-pin PLCC package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	Z86E4016VSC	Z8 OTP microcontroller. 16 MHz, 4 Kbytes ROM, 236 bytes RAM, 32 I/O, 3.5V to 5.5V in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	Z86E30	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3016ESE	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3016FEC	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3016FEE	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3016FSC	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3016FSE	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3016KEC	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3016KSC	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3016PEE	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3016PSE	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3016VEE	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3016VSE	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E31	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3116FEC	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3116FEE	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3116FSC	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3116FSE	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3116KEC	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3116KSC	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3116PEE	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3116PSE	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3116VEE	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E3116VSE	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E40	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E4016ESE	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E4016FEE	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E4016FSE	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E4016KEC	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E4016KSC	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E4016PEE	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E4016PSE	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E4016VEE	Z8 4K OTP Microcontroller	Datasheet*)
	Z86E4016VSE	Z8 4K OTP Microcontroller	Datasheet*)
	Z96E3016PEC	Z8 4K OTP Microcontroller	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
     


  	
   			
	
	      
       

       Win Win Circuit LTD.
       PCB, PCBA, LCD Module

       www.wwteq.com
      

           
	
	


  
	


