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BAV70 datasheet. Manufacturer: ZOWIE.
	
   	BAV70	70 V, monolithic dual switching diode common cathode in 3-pin SOT package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  BAV70 (Allegro MicroSystems, Inc.)
 BAV70 (Continental Device India Ltd)
 BAV70 (COMCH)
 BAV70 (Diotec Elektronische)
 BAV70 (DIODS)
 BAV70 (EIC)
 BAV70 (Fairchild Semiconductor)
 BAV70 (General Semiconductor)
 BAV70 (Infineon Technologies AG)
 BAV70 (ISKRA)
 BAV70 (JGD)
 BAV70 (LITON)
 BAV70 (MCC)
 BAV70 (National Semiconductor)
 BAV70 (PAJIT)
 BAV70 (Philips Semiconductors)
 BAV70 (RECTR)
 BAV70 (Siemens)
 BAV70 (SPRAQ)
 BAV70 (SGS-Thomson Microelectronics)
 BAV70 (TEL)
 BAV70 (Vishay Telefunken)
 BAV70 (TRSYS)
 BAV70 (WTE)
 BAV70 (Zetex Semiconductors)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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