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ZC930 series datasheets. Manufacturer: Zetex Semiconductors.
	
   	ZC930TA	12 V, silicon hyperabrupt varactor diode in 3-pin SOT package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZC931TA	12 V, silicon hyperabrupt varactor diode in 3-pin SOT package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZC932TA	12 V, silicon hyperabrupt varactor diode in 3-pin SOT package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZC933ATA	12 V, silicon hyperabrupt varactor diode in 3-pin SOT package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZC933TA	12 V, silicon hyperabrupt varactor diode in 3-pin SOT package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZC934ATA	12 V, silicon hyperabrupt varactor diode in 3-pin SOT package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZC934TA	12 V, silicon hyperabrupt varactor diode in 3-pin SOT package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZMV930TA	12 V, silicon hyperabrupt varactor diode in 2-pin SOD package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZMV931TA	12 V, silicon hyperabrupt varactor diode in 2-pin SOD package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZMV932TA	12 V, silicon hyperabrupt varactor diode in 2-pin SOD package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZMV933ATA	12 V, silicon hyperabrupt varactor diode in 2-pin SOD package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZMV933TA	12 V, silicon hyperabrupt varactor diode in 2-pin SOD package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZMV934ATA	12 V, silicon hyperabrupt varactor diode in 2-pin SOD package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZMV934TA	12 V, silicon hyperabrupt varactor diode in 2-pin SOD package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZV931V2TA	12 V, silicon hyperabrupt varactor diode in 2-pin SOD package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZV932V2TA	12 V, silicon hyperabrupt varactor diode in 2-pin SOD package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZV933V2TA	12 V, silicon hyperabrupt varactor diode in 2-pin SOD package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZC930	SILICON 12V HYPERABRUPT VARACTOR DIODES	Datasheet*)
	ZC933A	SILICON 12V HYPERABRUPT VARACTOR DIODES	Datasheet*)
	ZMV930	SILICON 12V HYPERABRUPT VARACTOR DIODES	Datasheet*)
	ZMV933A	SILICON 12V HYPERABRUPT VARACTOR DIODES	Datasheet*)
	ZV931	SILICON 12V HYPERABRUPT VARACTOR DIODES	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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